


Introducing
quality print at matrix speed
and price.

Until now, you could pay thousands
for a slow, letter-quality character
printer. Or hundreds for a dot matrix
printer, giving up print guality for speed
and price.

But that was before Paper Tiger™ 460
offered you a better choice.

The newv Paper Tiger 460 is the first
matrix printer with high-density dot
matrix characters plus high speed. Ata
low price.,

The secret? A unigue nine-wire,
staggered matrix head provides over-
lapping dots in both horizontal
and vertical planes, The result is
dense, high-guality characters
you'll be proud to showy off. it

What's more, Paper Tiger 460 .
gives you a combination of fea- -
tures simply not available on any
other printer, at any price. Like
bi-directional, logic-seeking
printing at speeds in excess of
150 ¢ps. Microprocessor elec- :
tronics, with field-installable character sets.
Proportional spacing. Automatic text justifica-
tion. DotPlot™ high resolution graphics option.
RS939 and parallel interfaces. And more.
Integral Data Systems stands res

performance printers ideally su
printer, the IDS 460, offers feat

All this means that Paper Tiger 460
perfect for word processing, data proc
essing, or electronic mail. It's also perfec

for anyone who requires the flexibilit
of a matrix printer but wants superic
guality printing. Without trading o
speed or price

Get your paws on the Paper Tiger 46
and Join the tens of thousands of sa

Isfied Integral Data Systems user

Conventicnal Dot-Matrix Printing
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Paper Tiger 460
Overlapping Dot-Matrix Printing
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DIRECTION OF HEAD TRAVEL

Automatic proportional spacing

processing systems, plus the cap

resolution of 84 by 84 dots per

Paper Tiger 460 Print Sample

But its most important feature is high reli-

ability. The Paper Tiger 460 is designed to be

toush and dependable. It hasrugged, steppet-

motor head and paper drives. A new rug-

ged ballistic-type print head. And its sim-

ple, chassis-mounted cartridge ribbon lasts

up to four times longer than cassette or

spoal ribbons.




Printer

Controller:

Printing
Diagnostics:

Print Speed:

Paper Width:

Paper Feed:
Paper Type:
Paper Drive:

Forms Control:

Line Spacing:

Character Format:

Character Set:

Microprocessor controiler with
R5/939C and Centronics-com-
patible interfaces.

Automatic power-on internal
diagnostic. Built-in, cperator-initi-
ated self-test prints repeating
alphanumeric pattern

Inexcess of 150 cps in propor-
tional mode, and 110 cps in
meno-spaced mode. Enhanced
(double width) characters print
at one-haif normal speed.

Maximum of 10.5 inches ta mini-
mum of 1,75 inches, including
pinfeed holes

Pinfeed or fanfold
Plain paper. Up to 6-part forms.

Stepper-motor-driven pinfeed
fractor. Slewv rate of 5.5 s

Eight svvitch-selectable form
lengths and automatic perfora-
tion skip. Top-of-form control by
operator (off-ine) and ASCI| FF
control code (on-line). Arbitrary
form lengths ere software
selectable

Six or eight lines per inch, switch
selectale. Arbitrary line size
spacing Is software selectable.

formation

Full 96 ASCII characters with up-
per and lower case, Additicna
resident sets optional.

Specifications

Character
Sizes:

Ribbon:

Print Head:

DotPlot™
Graphics:

Interface

Electrical:

Connector:

Serial Data
Format:

Line Buffering:

0% inch high, 10,12, and 16.8
characters per inch, plus
enhanced (double width) char-
acters at each density

Operator Controls/indicators

Power Switch: Switch located on rear panel for

AC power

Cartridge-type ricben with 36- Power On llluminates when AC power is

yard mobius loop; biased rauting Indicator: applied.

for increased ribbon life Online/Offline/ Switches printer online or offline
Forms Set: Also allows for form adjustment

cl ballistic- 51 : £
Rugged ballistic-type design. using fermy/line feed switch,

High resolution raster graphics
with 84 x 84 dots per inch, hor
izontal/vertical resolution. Each of
seven head wires is addressable
by one bit of each byte sent in
graphics mode, giving the user to
tal control over all dots on & page.
Includes expanded buffer

Form/Line Feed
Switch

When printer is offline, causes
line feed or form feed when w0g-
gled. When printer 1511 forms set
mode, used to adjust form posl
tion incrementally up or down

Online Indicator: Indicates online or offline
condition

Fault/Paper Out |lluminates when a fault condition
Indicator: Is detected or an out-cf-paper
condition exists.
Both serial R5/239C, with hand- Self Test Switch:  Puts printer in self-test printing

shake control via Data Terminal
Ready (DTR) signal or Xen/Xoff pro-
tecol, and Centronics function-

ally compatiole parallel interface.
25-pin male EIA (Cinch DB25P

or equivalent). Interface cacle
optional

mode when offline

Automatic multicle line buffering
standard: graphics option pro-
vides expanded buffer



Programmable Control
(ASCII Control Codes)

Printer Control
Functions:

Printer
Parameter/State
Definitions:

(Some control code functions
reguire the “"Expeanded Function”
switch tobe on.)

Standard ASCIl control codes are

used to perform printer functions

such as

O Iine feec

[l form feed

[ wertical lab

[T horizontal tat

[ carrigge return

[ select ennanced or normal
text mode

LI select graohics mode

O select character density

O select sutojustification mode

O select proportional or fixed
s0acing

[ selecl alternate character sets

[ select/deselect printer to re-
celve data,

Vig use of "escape’ sequences
(ASCH ESC cnaracter followed
by specific data characters), the
current prirter state can e fur-
ther modified as follows

(Note: Vertical positioning s m
1/£48th inch increments; rerizontal
positioning 1510 1/120th inch
Increments.)

[ Set line increment sizes,
positive or negative.

[71 Set rignt anc left margins,

[ Set vertical andd horizontal tab
oositicns,

[ Set forms length and perfora:
tion skip size:

[ Set absolute horizental posi-
tien for next character inline
character position or Incres

L1 Set aosolute vertical position in
page line cosition or incnes

[ Set intercharacter spacing

Configuration Switches

Serial Baud Rate
And Parity:

Default Charac-
ter Size:

Set certain default (power-up)
parameters, most of which are
subsets of functions which can be
altered by host-software gener
ated control code seguences

Four swilches select rate of 300,
1200, 2400, or 9600 baud and
odd, even, or no parity,

Two switches specify default
characters of 8.4 (enhanced), 10
12, or 16.8 cpi characters.

Call toll-free 800-258-1386.
(In New Hampshire, Alaska, and Hawaii,

call (603) 673-9100.)

Forms Length:

Auto Perfora-
tion Skip:

Auto Line Feed

Switch:

Lines/Inch
Switch:

Expanded
Function:

Mono Propor-
tional Spacing:

Physical

Dimensions:

Weight:
Power:

Three switches select one of
eight forms length: 3, 3.5, 4, 5.5,
8.5.11,12 or 14 inches

One switch selects an automaty
T-Inch perforation skip at end of
form.

One switch selects an automatic
line feed witn carriage return.

One switchselects 6 or 8 liney
oer inch.

One switch selects expanded
control code functions and en-
ables external software contral of
orinter parameters vig ASCIH con
trol cede sequences.

One switch selects mono or pro-
portional spacing mode.

15.75"W % 19.25"H % 12.5"0.
(A0cmWx 31 lem Hx31.8cm D)

23 |bs. (10.4 k)

115/230 VAC, 50/60Hz Voltase
s sweitch selectable.

All specifications subject to charge withoul nolice.



	tiger460a.tif
	tiger460b.tif
	tiger460c.tif
	tiger460d.tif

