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Whenever a utility command syntax has an (H) parameter, then brief help is available.

BACKUP[ A][ [:]d1 ]][to ][[:]d2]<ENTER>

Duplicate a diskette

A = absolute format

d1 = source logical drive

d2 = destination logical drive

BACKUP

BACKUP A :3 TO :4

BACKUP 3 4

COMP filespec1:d1 [to ][filespec2:]d2 [(P[,G])]
COMP [:]d filespec1 [to ]filespec2 [(P[,G])]

COMP [:]d filespec [(P[,G])]

COMP $ filespec:d1 [to ][filespec:]d2 [(P[,G])]
{d1 and/or d2 = 0}
COMP [:]0 $ filespec1 [to ]filespec2 [(P[,G])]

COMP [:]0 $ filespec [(P[,G])]
COMP (H)<ENTER>

Compare two files byte for byte, and totals the differences (single or two drive compare)
P = direct to printer also

P,G = direct to printer also printing 80H to BFH as graphic characters

$ = whenever an alien and/or data diskette will be in logical drive zero

COMP MAGGY/TXT:2 :3

CONVERT[ [:]d]<ENTER>

Change address marks on single density disks (Converted disks are no longer r
CONVERT 1<ENTER>

COPY filespec1:d1 [to ][filespec2:]d2 [(P[,G])]
COPY [:]d [#]filespec1 [to ]filespec2

COPY [:]d [#]filespec

COPY $ [#]filespec:d1 [to ][filespec:]d2
{d1 and/or d2 = 0}

COPY [:]0 $ [#]filespec1 [to ]filespec2

COPY [:]0 $ [#]filespec

COPY (H)<ENTER>

Duplicate a single file (single or two drive copy)
$ = whenever an alien and/or data diskette will be in logical drive zero

COPY :3 CHASE/BAS to CHASE1/BAS
CUSTOM<ENTER>

System and Utility customizer (zapper)

CUSTOM<ENTER>
DBLFIX [:]d<ENTER>

Fix boot sector on DBLDOS diskettes (system and data)

d = 1 through 7
DBLFIX [:]d<ENTER>

DDT<ENTER>

3½" and 5¼" floppy disk drive timer

DDT<ENTER>
FIXDATE [:]d [(param[,ABS][,CHECK][,G])]<ENTER>

FIXDATE (H)<ENTER>
Change date format (except for a floppy in logical drive zero)
d = mandatory drive number
param
ZT converts 1.0 through 2.0 to 3.xx format (default parameter)

TZ converts 3.xx to 1.0 through 2.0 format

OZ converts 2.1x to 1.0 through 2.0 format

ZO converts 1.0 through 2.0 to 2.1x format

OT converts 2.1x to 3.xx format

TO converts 3.xx to 2.1x format

ABS or A = update files that are probably in the previous format

CHECK or C = display the files to be changed without changing them

GAT or G = update GAT bytes CCH and CDH

FIXDATE [:]d [(param[,ABS][,CHECK][,G])]<ENTER>
FORMAT[ [:]d ][A][!][–diskname]<ENTER>

Prepare a disk for data storage

d = drive number

A = absolute format

! = use current DCT parameter values, and the default track count
– = to signify a disk name to follow

FORMAT :1 A!–TESTDATA<ENTER>
FORMAT<ENTER>
INSTALL<ENTER>

Update SYSRES/SYS on your hard disk
INSTALL<ENTER>

LO[ filespec]<ENTER>

LO (H)<ENTER>
Object file offset utility
LO MATHTIME/CMD<ENTER>
MEM[ (A)]<ENTER>

Random Access Memory test

A = test expansion RAM if allocated or not

MEM<ENTER>

MEMDISK[ [:]d][(H)|(S][,R][,OFF)]<ENTER>

MEMDISK (H)<ENTER>
Random access memory pseudo drive

d = drive number (0 to 7)

S or SYS = DOS system files only

R or REC = Recover MEMDISK

OFF = Remove MEMDISK
MEMDISK :5<ENTER>

MODULE[ module name]<ENTER>

High memory management utility

MODULE MONITOR<ENTER>

MONITOR<ENTER>

MONITOR (H)<ENTER>
Real time debugger (extended Debug/DOL)

MONITOR<ENTER>
NOTE: XMONITOR/CMD is provided for use with the HD64180 microprocessor.
PCOPY<ENTER>

Backup large files onto floppy diskettes
PCOPY<ENTER>
PRT b1[,b2][,b3][…b33]<ENTER>

Printer Character Trap (high memory)

b1, b2, … b33 = values to trap
PRT 15,17,18<ENTER>
{do not pass 15, 17, and 18 [decimal] to the printer}
PRT<ENTER>

{displays values trapped}
RA[ (HD)|(Z)]<ENTER>

RA (H)<ENTER>

Reverse Assembler (disassembler)

HD = HD64180 microprocessor (XLR8er™ modification for the MODEL 4)

Z = Z80® microprocessor (MODEL I/III, MAX-80, approximately with emulators)

If neither HD nor Z is specified, RA/CMD defaults to the present microprocessor
RA (HD)<ENTER>
RS<ENTER>

Memory Scanner
RS<ENTER>
SETCOM[ ([BAUD=b][,WORD=w][,par][,sel][,STOP=s][,tsw][,DTR][,RTS][,SAVE])]<ENTER>

SETCOM (H)<ENTER>

Set or display RS-232-C parameter values

b = Baud rate:
50, 75, 110, 134, 150, 300, 600, 1200, 1800, 2000, 2400, 3600, 4800, 7200, 9600, or 19200

w = Word length: 5, 6, 7, or 8

par = Parity switch: PE for parity enabled, or PD for parity disabled
sel = Parity selection: ODD or EVEN

s = Number of stop bits: 1 or 2
tsw = Transmit switch: TE for transmitter enabled, or TD for transmitter disabled
DTR if entered sets DTR high, otherwise DTR is set low
RTS if entered sets RTS high, otherwise RTS is set low
SETCOM<ENTER>

{display the current RS 232 C settings}
SHOW [W]addr1,[W]addr2<ENTER>

SHOW (H)<ENTER>

Real time display of selected byte(s) or word(s)

W = contents word; otherwise, contents of byte
addr1 = hexadecimal value without the H suffix
SHOW 24b,4040<ENTER>
SSAVER[ (M=m[,T][,E][,U][,S]<ENTER>

SSAVER (H)<ENTER>

Screen Saver (blanks CRT)
m = minutes to wait before screen blanks: 1 to 18, default 3

T = do not suspend background tasks when screen blanks

E = directs SSAVER/CMD to use bank 2 of expanded memory bypassing MegaMEM
U = directs SSAVER/CMD to use bank 3 of expanded memory bypassing MegaMEM and bank 2 of expanded memory
S = directs SSAVER/CMD to use standard memory (in high memory) bypassing MegaMEM, bank 2 and bank 3 of expanded memory

SSAVER<ENTER>

SYSGEN<ENTER>

System disk generator. (manually menu driven)

SYSGEN<ENTER>

T4/CMD {executed as part of the DO file TWO/IDO}
Drive 1, double–sided, one volume system diskette creator (T4/CMD and TWO/IDO)
DO TWO<ENTER>
VFU<ENTER>

VFU %<ENTER>
{To access mixed case filenames: e.g., /DOL and /EXT files.}

Versatile File Utility (copy, move, and purge files between two different drives)
VFU<ENTER>
ZAP<ENTER>

Disk and memory review and modification utility

ZAP<ENTER>

Other MULTIDOS utilities for special hardware:
For CN80's BUS Clock:

BCBIG/CMD dynamically displays day of week, date and time

BCLOCK/CMD to set BUS clock

BCLOCK ?<ENTER>

BCPATCH/CMD modifies disk
BCPATCH (H)<ENTER>

BCTEST/CMD modifies RAM

For CN80's ROM Clock:
RCBIG/CMD dynamically displays day of week, date and time

RCLOCK/CMD to set ROM clock

BCLOCK ?<ENTER>

For Jeff Vavasour's Model 4 emulator
CLJVPAT modifies virtual disk
CLJVPAT (H)<ENTER>

CLJVTEST modifies RAM

For Storage Power's TIMCLOCK
TCBIG/CMD dynamically displays time and date

TCPATCH/CMD modifies disk

TCPATCH (H)<ENTER>

TCTEST/CMD modifies RAM

For Matthew Reeds' Model 4 emulator

CLMRPAT modifies virtual disk (i.e., it is "SYSGENed")

CLMRPAT (H)<ENTER>

CLMRTEST modifies RAM

MRHARD [[:]d] [(REMOVE)|(UPDATE)]<ENTER>

MRHARD (H)<ENTER>

MULTIDOS' Version of Matt Reed's HARD/CMD that can is "SYSGENed" into MULTIDOS
MRHARD (U)<ENTER> {assigns the first null DCT entry to the hard disk}
MRHARD :4 (U)<ENTER> {assigns drive 4 to the hard disk}
This MUST be preceded by executing HDFORMAT.EXE (MS-DOS utility).
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