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- Addendum for SCRIPSIT™
' Disk Version 26-1563

Important Information

Backup and Use Instructions for SCRIPSIT

Your original SCRIPSIT program can be Backed up or copied only twice. We strongly recommend that
you use the following procedure before you begin using the program:

1. Make two Backup copies of the program disk. The Model 11 Disk System Owner’s Manual
describes the procedures for making Backup copies. At this point. any of your three disks
can be backed up, but the SCRIPSIT program will not be copied onto any additional
Backup disks.
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Place a write-protect tape on both of these Backup copies and your original program disk.

3. Store the original SCRIPSIT program disk in a safe place. As you begin using SCRIPSIT
use one of the Backup copies which you have just made rather than the ongmal program

disk.

If this working copy of SCRIPSIT becomes unusable use the original program disk for your working
copy. If the original program disk later becomes unusable, return this original disk to your Radio
Shack store or Computer Center for replacement. If you have followed the above procedures you
may use your stored safety copy until you receive your replacement. You must return the original
program disk if replacement is required.

Using the SCRIPSIT Program:

Follow these procedures every time you begin use of SCRIPSIT:

1. Insert your working copy of SCRIPSIT in Drive @ and load the progmm as shown in the
program manual.

2 After the program is in the computer, remove the program disk. and replace it with a TRSDQS
data disk. This disk is created using the Backup procedure detailed in the Model HI Disk .
System Owner’s Manual. It is created by making a Bd«.kup LOPV of your mlunal TRSDOS
disk which was delivered with your Model HI or by badsmv up de Lontammg TRSDO‘i

and removing all other visible program files. : s

3.  Now use the program as described in the SCRIPSIT manual. Your SCRIPSIT data files will
now be saved on the TRSDOS data disk rather than the original SCRIPSIT program disk.
This procedure will reduce disk accesses to the original SCRIPSIT program disk (or the two
Backup copies) and thereby provide for longer life of the media.
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There are several differences between the Model I and Model T TRS-80 implementation of SCRIPSIT.
Most differences are listed below by page number. These remaining differences are not listed on a line

by line basis:

1.

tJ

3.

4.

Page 1

References to the DOS/DISK BASIC manual should be replaced by the Model 11l Reference
Manual and the Model Il Disk Owner’s Manual.

There are no more file extensions (the slash followed by letters) on program names or file
names. References to SCRIPSIT/UC or SCRIPSIT/LC should be interpreted as merely
SCRIPSIT. HEADER/LC becomes HEADER, etc.

Model I11 uses brackets *| | as block markers instead of graphics : : h

Some control characters will appear differently but, the program operation is identical.

System Components

Refer to Chapter 2 “Installation™ of the Model I1I Reference Manual for instructions regarding
setting up the system.

Page 3

Hardware Differences

Ignore references to the lower case modifications. Model 111 BASIC has upper and lower case
characters as a standard feature. Chapter 4 of the Model 111 Reference Manual has additional
information on the keyboard that you should read. In SCRIPSIT, [SHIFT]— is used to lock
and unlock uyp:per case mode rather than Shift - Q.

Instead of referring to the RS-232 manual for use with serial printers. read Chapter 8 of the
Model 11 Reference Manual. _

Page 5

Materials You Will Need . . .

In addition to the Model 111 you need:

Page 6

Program Diskette

One or more blank di-kettes
Model 11l Reference Manual
Pencil and Note Pad

Cascette player to listen to lessons

Inserting a Floppy Disk. Power Up

The Model 111 Reference Manual and the Model 11 Disk System Owner’s Manual contain
complete descriptions of these procedures.

Page 7

Making a Backup Program

The Model 111 Disk System Owner’s Manual contains complete descriptions of these procedures.
(See also Special Limited Backup Instructions.)



Page 11 To Load SCRIPSIT
Type EERDEGIDE and press ENTER) .

Page 21 Item S
There is only one document and it is now called: HEADER

Page 42  First Line
There is only one document and it is now called: HIPPO

Page 47 Directory
The directory on a Model IIl provides additional information — see Disk System Owners Manual.

Page 64 RS-232 Interface Not Ready
This error message is no longer displayed. A TRSDOS error will be displayed.
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INSTRUCTION SHEET

for applying
SCRIPSIT PRESS-ON KEY LABELS

This sheet contains the 17 Press-on Labels that must be applied to the face of the keys.
These labels do not fasten to the top of the key (the key cap). See the illustration for exact
placement. Follow these steps:

1.

Cut a wedge about 1/2” wide by 3’ long from the bottom edge of the label card.
This will be used as a holding tool for aligning and centering the labels. The wedge
should look like this:

PARA.

CUT THIS
SECTION
OFF FOR
HOLDING
TOOL ——>

Carefully remove the first label from the sheet (the “START” label). Lightly
fasten the label to the edge (as shown below). The wedge should jut out from the
label at a 45° upward angle to the right. If you are left-handed, use the upper left
corner. Ease the label into position just below the rim of the [#] key cap. When
the label is positioned properly, press it lightly into place and remove the wedge.
If the labél is slightly tilted or too high, you can gently peel it off and try again.

The character above each of the labels on the sheet indicates the proper key for
the label. Thus, the “START” label is fastened to the [f] arrow key, the
“BLOCK” label is fastened to the @ key, etc.

Note: The last label on the sheet (the “@” label) is fastened to the face of the
“[@key (the number @, NOT the letter O). Since the @ key is used exclusively as
a control key, it was necessary to move the @ symbol to a new location, a
[@. Just as the “&” sign is a [SHIFT](6], the “@”’ sign is now a[SHIFT][@].

Once all the labels are in place, rub them down firmly with your finger. Y our key-
board is now set to use SCRIPSIT.
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Welcome!

You'’re about to begin learning about Radio Shack’s SCRIPSIT.™ It converts your
TRS-80™ into a word processing system.

But before you begin listening to the tapes and working with the figures in this Manual,
there are a few preliminaries that you should double-check.

System Components

In order to use SCRIPSIT, your TRS-80 should have at least 32K of memory, at least
one Disk Drive, the standard keyboard (or the new lowercase keyboard modification),
and a printer. Check the system and then set everything up to resemble this:

You have also received some small labels. These labels identify special functions
available while using some of the keys. Before you begin working with the lessons,
peel off the backing on the labels and stick the labels on the appropriate keys. The

labeled keys are:
#
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Word Processing

Word processing. Sounds a little like data processing, doesn’t it? Well, the two are
very similar.

Word processing systems allow you to type documents — letters or any text material —
and edit or change them as desired before actually printing anything. You can store the
document on a floppy disk or bring a copy of it to the screen at any time for further
changes or for printing. Only the changed information has to be retyped.

Another advantage of word processing systems is that you can change your mind about
the design or format of a document. Make the margins wider or smaller, add a running
title, or change the spacing between lines — each of these decisions takes one
instruction. You can change your mind and the computer will change your document
to match the new format.

Word processing systems take the drudgery out of typing. So now, in addition to data
processing capabilities, your TRS-80 can process text documents.

Your Training Package

This training package has three cassettes with narrated information that will help you
learn all about SCRIPSIT. Also included is this Manual, which has notes, illustrations,
exercises, and reviews. As you listen to the tapes, the narrator will tell you when to
turn to a particular figure and either read the information or begin a short typing
exercise. Sometimes, you will be asked to work with exercises that are already
recorded on the Program Disk. That way you can concentrate on a feature or
instruction without spending a lot of time typing.

This kind of programmed learning lets you decide how fast or slow your training
should be. If you have used your TRS-80 for a while, you will probably zip along
through the lessons very quickly.

If you’re a little timid about the system, don’t worry. The narrator will lead you
through the lessons, but you can stop and review part of a lesson or the entire lesson
until you understand it completely.

Two suggestions will help make the lessons go faster:

* Try to take the lessons one at a time when you aren’t likely to be interrupted. The
more you concentrate on each lesson, the faster you will learn.

¢ Plan to spend about an hour for each lesson. This will allow you to read, type the
exercises, and review.

When you have completed listening to the lessons, you can look up any instructions
in the Instruction Summary or on the Instruction Summary Card included with your
SCRIPSIT package.
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dardware Differences — Lowercase Keyboard or Serial Printer

If your TRS-80 has the Radio Shack lowercase modification, your text will appear on
the screen in lowercase letters — unless you use the shift key to create capitals. If you
want to lock the system into uppercase, press the | SHIFT | and [ CONTROL | keys
together. When you press [ SHIFT | and [ CONTROL | together again, the keyboard
“unlocks”.

If you’re using a “‘serial” printer that requires an RS-232 Interface, be sure you read
the RS-232 Manual. The print instruction for serial printers is slightly different from
the standard line printer. At this point, note that when the narrator tells you the print
instruction is “Break”, “P”, “Enter”, your print instruction should actually be
[BREAK] [P] (] [§] [J [P} and press [ENTER] (this includes the commas). The “S” tells
the computer that you’re using a “serial”” printer. Printing will stop after each page.
When you insert a new sheet of paper, press to resume printing. SCRIPSIT
includes a general-purpose serial printer driver which on most printers will work at the
top speed of 300 baud. Consult the user’s manuals for your RS-232C Interface and
serial printer for proper switch settings and use.

OK. You're ready to begin. Take out the cassette with Lesson One on it, insert the
cassette in a tape recorder, and listen along as you learn about SCRIPSIT.

Note: A number of lowercase modifications have been offered for the
TRS-80 by other companies. SCRIPSIT is designed to work with Radio
Shack’s lowercase units only. We cannot say whether other modifications
will work properly or will work at all.







In Lesson One, you will learn:

Which TRS-80 peripherals are necessary to use SCRIPSIT
How to set up the peripherals

A little about word processing

How to use the training package

How to make a Backup program

How to load SCRIPSIT

How to make simple changes while you type

What the cursor is and how to position it on the screen
How to print what you type

The materials you will need to complete the Training Program are:

The TRS-80

— Keyboard/computer

— Video screen

— Expansion Interface

— Printer and paper

— At least one Disk Drive

The Program Diskette that came with this package
One or more blank floppy disks

The DISK OPERATING SYSTEM/DISK BASIC Manual (You should read Mini
Disk Operations, Section 2.)

Pencil and a notepad to take notes

A cassette player to listen to the lessons

BE SURE YOU HAVE THESE MATERIALS. THEN TURN THE TAPE BACK ON.




Read this information first:

Inserting a Floppy Disk

1. Be sure the Disk Drive is stopped (the light on the latch will be off) before you
insert or remove a disk.

2. Open the latch on the front of the Disk Drive.

3. Gently slide the disk into the vertical slot with the ‘“write protect’ notch up and
the disk label facing right until it locks into position.

4. Close the disk latch. If the door doesn’t close easily, don’t force it. Reinsert the
disk and try again.

Power Up

1. Tum on the Expansion Interface.

2. Turn on the Disk Drives:
~— Drive @), then the other Drives (if you have additional Disk Drives).

3. Insert the Program Disk in Drive () (the one closest to the computer).

4. Turn the keyboard/computer on. The computer will immediately attempt to load

the program. In a few seconds, this information will appear on the screen:
TRSDOS — DISK OPERATING SYSTEM — VER. 2.3

DOS READY

When this information appears, TURN THE TAPE BACK ON.




Making a Backup Program

1.

Whenever you “power up’’ the computer, this information will appear:
TRSDOS — DISK OPERATING SYSTEM — VER. 2.3

DOS READY

This information should be on the screen before you begin to make a Backup disk.
(This information also appears if you reset the system by pressing the reset button
on the back of the keyboard along the left-hand side.)

Type [B][A] [C] [K] [U) () and press [ENTER .

The screen changes and this information appears:

TRSDOS BACKUP UTILITY VER. 2.3
SOURCE DRIVE NUMBER? _

The Program Disk should be in Drive @, so for SOURCE DRIVE NUMBER, type
a [@) and press [ENTER]. A new line appears on the screen:

DESTINATION DRIVE NUMBER? _

If you have two or more Disk Drives, insert a blank disk in Drive 1, type a [1], and

press [ENTER]. If you have only one Disk Drive, type a [@] and press [ENTER] -

Another new line appears on the screen:
BACKUP DATE (MM/DD/YY)? _

Type the date in M) (M [/][D] [D)[Z][¥] [Y] form and press [ENTER |. The

Backup process begins, and the lights on the Disk Drives come on and go off while
the Backup disk is being created. If you’re using only one Drive, a message will
appear on the screen to tell you when to insert the Destination (Backup) Disk and
when to reinsert the Program Disk. When the Backup is completed, this message
appears:

BACKUP COMPLETE — PRESS ENTER TO CONTINUE

We suggest you put your original SCRIPSIT diskette away in a safe place and work
with your Backup copy from now on.

(Note: This information also appears in the DISK OPERATING SYSTEM/DISK
BASIC Manual, Section 2.)

When you finish making the Backup program, TURN THE TAPE BACK ON.




SOME PEOPLE LIKE TO TIPE.

MY BROTHER TYYPES VERYY FAST.

WORD PROCEESSING IS ALSO A GOOD IDEA.

WITH WORD PROCESSING YOU CAN CHANGE YOUR MIND.

Lo

THIS EXERCISE IS FINISHED.

Review
What is the cursor?
How do you overtype?
How do you delete a character?
a word?

a sentence?

How do you use the arrow keys to move the cursor?




Basic Error Correction Methods

Overtype

Position the cursor over the character and type the
new character.

Delete Character dow}énhill Position the cursor over the character and press

Delete Word Is s this

~
Delete Sentence Tjrtris bt

Delete Trailing
Blanks

To move the cursor left
To move the cursor right
To move the cursor up

To move the cursor down

and the letter [D] together.

Position the cursor over the first character of the
word and press [CONTROL] and the letter D]

together. Then press and the letter [2]
together.

Position the cursor over the first character of the

sentence and press and the letter [D]
together. Then press and the letter
together,

Position the cursor immediately after the last
character of the document. Press and
the letter [D] together and then [CONTROL] and
the letter [F] together. This deletes any remaining

or “trailing” blanks at the end of the document.
You will learn more about this in Lesson Three.

Cursor Movement
Left arrow key—
Right arrow key—
Up arrow key—

Down arrow key—

(Press the keys firmly to move the cursor continuously.)

To move the cursor to the
left-hand margin

To move the cursor to the
end of the line

To move the cursor to the
beginning of the document

To move the cursor to the
end of the document

Shift and left arrow together— and
Shift and right arrow together— and B+
Shift and up arrow together— [SHIFT | and [*]

Shift and down arrow together—|SHIFT]| and L2







Things you will do in this lesson:

Boot up the system

Load SCRIPSIT

Question the system about the screen status

Change the screen parameters

Type a short document

— Learn about word wraparound

— Delete and overwrite

— Insert characters

— Insert a line

Print

— Review the difference between the screen and printing parameters
Enter a top, bottom, left-hand, and right-hand margin
Change line spacing

Print again and compare

Before you go any further:

1.

Boot up the system. Use the Backup Program Disk and then follow the steps in
Figure 1-2 to insert the Program Disk and “‘power up”.

Load SCRIPSIT:

Type either [S][C] [RI[1][PI[SI[I [T/ [C] or [S][c][RI L1][PI[S][1]

and press . In a few seconds, the cursor will appear in the top left-hand
corner of the screen, and the program title will appear under the thick line at the
bottom of the screen,

When SCRIPSIT is loaded, TURN THE TAPE BACK ON.

11
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Current Screen Status Questions

Screen Width
Press [BREAK/, type (2] W , and press [ENTER|.VIDEO LINE WIDTH: 60

(60 characters is the default width.)

Document Length

Press [BREAK], type [2][L], and press [ENTER!. DOCUMENT LENGTH: 60

(60 characters is the normal initial length, but the number will change depending on
what’s on the screen.)

Memory
Press [BREAK], type [2]M] , and press [ENTER]. CHARACTERS FREE: 16,426
(The initial number of available characters depends on the size of your system. The

number could range from 4,141 to 36,909.)

Last Cursor Position
Press [BREAK]  type[?][C], and press (ENTER] . CURSOR LINE NUMBER: 1

(If you haven’t typed anything, or moved the cursor, line 1 is where the cursor last was.)

Document Name

Press [BREAK] | type [7][N], and press [ENTER] . DOCUMENT HAS NOT BEEN NAMED
(If you haven’t named the document, this message appears.)

CURRENT FILENAME:___ = . @

(If you are or were just working with a recorded document, this message appears.

. @ indicates the Disk Drive.)

Paragraph Indent

Press BREAK/ , type [2][1], and press [ENTER] . PARAGRAPH INDENT: 5

(A 5-character indent for paragraphs is the default.)




You can also spell out the questions:

Press [BREAK] and type 1] O] and press [ENTER]
Press [BREAK] and type (E] [N] and press [ENTER
Press and type 2] M [E] M [O] [R] and press [ENTER
Press [BREAK] and type R] [S] [0l (Rl and press [ENTER
Press [BREAK] and type [2][N] [A] M) [E] and press [ENTER]
Press [BREAK] and type [?][1] [N] D] [E] N] [T} and press

Type this text:

TYPING ON THE RADIO SHACK TRS-80 WITH SCRIPSIT

IS REALLY EASY. NO MATTER WHAT THE TEXT IS,

YOU CAN TYPE IT QUICKLY AND EASILY. IF YOU

MAKE A TYPING MISTAKE, YOU CAN CORRECT IT BEFORE
PRINTING THE DOCUMENT.

% TYPING ON THE RADIO SHACK TRS-80 WITH
SCRIPSIT IS REALLY:EASY. NO MATTER .
WHAT THE TEXT IS, YOU CAN TYPE IT
QUICKLY AND EASILY. IF YOU MAKE-AZ

= __TYPING MISTAKE, YOU CAN CORRECT ¥
BEFORE PRINTING THE DOCUMENT.

Review
Can you ask what is the current document length?
How do you change the video width?
How do you insert a line? A character?

How do you print?

13
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To print this exercise:

1. Turn on the printer.

2. Check to be sure paper is inserted correctly.

3. Press [BREAK] .

4. Type a [P] . (If you are using a “serial” printer, type (P} (] [SI (1] [P] .)

5. Press [ENTER] .

,,,,,,,,,,,,,,,,,,,,,,,,,,,,

TM=
—————————————~ n
1 |
l 1
| |
l |
| l
l |
| 1
l 1

e PW=60 . . =
5 (- BM=T2,
| l
| |
| I
| |
| |
| |
1 |
I |
_ I |
BM=60




Video Parameters

Width Press , type W] (5] [0 (1-132), and press .
(The video width should be set for your convenience, but you
might want to set it for the same number of characters that
you want the printed format to have.)

Paragraph Indent Press and type [1]J[E][C) (1-132, but less than width).

Tabs Press and type MEE O O L BHEHGOMAE (14132,
but less than width).

Print Format Instructions

Format instructions are typed on a separate, ‘‘invisible” line (it’s invisible when you
print the document) that begins with the “greater than’ symbol, >. The format line
either must be the first line of the document or must follow a text boundary marker
(the line symbol or the paragraph symbol are only two boundary markers you know
about now, but there are other boundary markers). The instructions can be grouped
together on a line or used individually when you want to make a change. If your
keyboard has the lowercase modification, make sure your format instructions are
typed in uppercase.

Left-hand Margin M = & (12 is the default)
} 60 character line.

Right-hand Margin ~ [RI M E & (72 is the default)

Top Margin M (=l [ (6 is the default)

Bottom Margin M (=] & (60 is the default)

Line Spacing (8] =1 & (@, or single spacing is the default)

Page Length (PI[M E]E (66 is the default, and you don’t have to enter

this unless you change to smaller or larger paper.)

Your format line should look like this:

>1L.M=20 RM=50 TM=15 BM=50 LS=2=

15






Things you will do in this lesson:

Exchange words and paragraphs

Learn about new printing formats

— Changing the paragraph format

— Changing the horizontal format: justify, center, flush left, flush right
Review the clear key

Save text on a disk

Load a recorded document onto the screen

Learn about comment lines

Learn about header blocks

Before you go any further:
If it’s necessary, boot up the system and load SCRIPSIT.

When you finish, TURN THE TAPE BACK ON.

Type this text:

> LM=10 RM=60 TM=15 BM=60 =
TYPICAL DOCUMENTS =

OFTEN PEOPLE TALK ABOUT "TYPICAL” WORD PROCESSING
DOCUMENTS.—

SOME SAY A FORM LETTER IS THE STANDARD WP
DOCUMENT .~

SOME THINK THAT LONG DOCUMENTS, LIKE MANUALS, ARE
“TYPICAL." —3

MAYBE THE "TYPICAL” WORD PROCESSING DOCUMENT IS A
COMBINATION OF THESE DOCUMENTS. =

T

1
Yo

igure s

i

=,

Make these text changes:

TYPICAL DOCUMENTS

/OFTENIPEOPLEITALK ABOUT “TYPICAL" WORD PROCESSING

DOCUMENTS.
{ SOME SAY A FORM LETTER IS THE STANDARD WP

7

7
¢

" DOCUMENT.
4 SOME THINK THAT LONG DOCUMENTS, LIKE MANUALS, ARE

“LTYPICAL
MAYBE THE “TYPICAL" WORD PROCESSING DOCUMENT IS A

COMBINATION OF THESE DOCUMENTS.

17
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Paragraph
Format

Center
Flush Right
Justify

Flush Left

Print Format Instructions
>JPIFI[E]E  The number of lines to space between paragraphs.
>PF=1 is the default, which means that new
paragraphs begin on the first line after the paragraph
symbol.
= Print the following text centered. >C=N is the default.
Rl =] Print the following text flush right. >FR=N is the default.

HUE Print the following text justified. >J=Y is the default.

BHUEN or OEN FREN QOEN
Print the following text flush left.

Priority Sequence for Center, Flush Right, Justify, and Flush Left:

Sequence Which Means

1. Center C overrides all other instructions.

2. Flush Right FR overrides J, flush left text, but not C.
3. Justify dJ overrides flush left text.

4. Flush left If all other format instructions are set

to “N”, text will print flush left.




Insert these format instructions:

~» SOME THINK THAT LONG DOCUMENTS, LIKE MANUALS, ARE
"TYPICAL.”
» SOME SAY A FORM LETTER IS THE STANDARD WP
DOCUMENT.

MAYBE THE "TYPICAL"” WORD PROCESSING DOCUMENT IS A
COMBINATION OF THESE DOCUMENTS.

Review
How do you exchange words? Paragraphs?

What is the priority sequence for centering, justifying, flush right, and flush
left text?

How do you insert information at the beginning of a paragraph without
deleting the indent?

19
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Clear
1. Pressing cancels an insert line. It deletes spaces and closes up the text.

2. Pressing [CLEAR] cancels an instruction “in progress.” For example, to cancel a
print operation, press [CLEAR | and the printer will stop.

3. Pressing [CLEAR] sometimes begins a new instruction. For example:

If you want to change this line symbol to a paragraph
symbol,

o 1. Position the cursor over the line symbol.
= 2. Press and the letter [D] together.
DELETE COMMAND MODE appears on the
message line,
3. Press [CLEAR] to cancel the message.
4. Press and the letter [C] together to

insert the paragraph symbol.

4. Pressing [CLEAR| reformats text. For example,

THEEND IS APPROACHING . .. THE

L3 2

~ st A Bt END IS APPROACHING. ..

When you change long words at the beginning of a line into short words and then
press , and if there’s room for the first short word at the end of the previous
line, the short word will move up and the rest of the paragraph will wraparound.




Call this exercise TYPICAL/TXT.

Saving a Document

Position the cursor immediately after the last character of the document and delete

any trailing blanks (press and the letter [B] together, then
and the letter [(E] together).

Press .
Type [§] followed by a space.

Type the document name. (The document name can have four parts: the primary
name, an extension, a password, and a Drive Number. The primary name can have

up to eight characters and must begin with a letter. The extension, which is separated
from the primary name by a slash, can have up to three characters and must also
begin with a letter. The password, which is preceded by a period, can have up to
eight characters and must begin with a letter. The Disk Drive number, which is
preceded by a colon, specifies the Drive number of the disk you want to save the
text on, either @, 1, 2, or 8. The document will be saved on the Disk in Drive @,
unless you specify a different Drive number.

During the lessons, we will only use the primary/extension name. For more
information about names, read the information on “File Specification” in Section 3
of the DISK OPERATING SYSTEM/DISK BASIC Manual.

5.

Press [ENTER] . The document is recorded, but a copy remains on the screen.

Load the document called: HEADER/UC or HEADER/LC

Loading a Document

Press .
Type (L] followed by a space.
Type the document name (both parts).

Press . Any text that was on the screen disappears and is replaced by the
document you selected.

21



22

Printing a Document

If you're using continuous form paper:

1. Press [BREAK].

2. Type [P] (or PI[]1[S] ).

3. Press .

If you’re using individual sheets of paper:
1. Press .

2. Type[PIC][F (or B CIEICIE ).

3. Press [ENTER]. When the first page is finished, printing stops and the message
PRESS ENTER TO PRINT NEXT PAGE appears. Insert another sheet of paper

and press  [ENTER],




Things you will do in this lesson:

Before you go any further,

Load documents from the disk

Print invisible lines

Type a header block

Save documents

Type a footer block

Type a page number block

Change the screen width to match the print formats
Hyphenate the text

If it’s necessary, boot up the system and load SCRIPSIT.

Wher you finish, TURN THE TAPE BACK ON.
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The header for this document should be:

e  Flush right with the same left- and right-hand margins as the document.

¢ The text should be REPORT ONE.

e REPORT ONE should be followed by two blank lines.

Header Blocks

Header blocks have two parts, the format instructions for printing and the text. You
can prepare three kinds of header blocks: Even headers are printed on alternate pages
beginning with the second page. Odd headers are printed on alternate pages beginning
with the first page. Standard headers are printed on every page.

To enter a header block:

1. Press and the letter [@] (BLOCK) together. BLOCK COMMAND MODE
appears in the message line.

po

Type an [H]. The block start marker and the letter H appear in the text line, and
the message line changes to ODD, EVEN, OR STANDARD (O, E, OR S)?

3. Select the kind of block you want by typing an [0], [E], or [§]. The O, E, or S,
followed by a ‘“‘greater than” symbol, appear after the H.

4. Type the format instructions for the header. Press after the last one.

Type the text for the header. This can be as many as sixteen lines. Press after
the last line of the header.

o

6. At the end of the header, press and the letter [Q] together; then
press and the Down Arrow key ( ) together. The block end marker
appears. (Remember that the block end marker must follow a text boundary marker.)

PR B
Ficure 4-3

s

Print with Invisible Lines
To print the document with invisible lines:

1. Press[BREAK].
2. Type Pl M, P LB LO], or (A B L] LI0]. The S, P, or I may be typed

in any order.

3. Press [ENTER]. The document will be “listed” line for line as you typed it,
including all comment and format lines. Format instructions will not be observed.
Boundary marker symbols may differ depending on which printer you use.
Experiment to see what your printer’s symbols are.




Your printout should look like this:

FHEAMFLE EXERCISE FOR BLOCES-HIDTH=58 CHRARRCTERS.
FPL=3ZEE TM=32 BM=27 LM=28 RM=7V3 FF=2.

LHEZI=H C=MN FRE=Y_

REFPORT OHE.

1.
[ ST T | S
¥

WHEM DATA FPROCESSING FIRST BEGHAM TO MARKE AM IMPARCT OM
HOM BUSIMESSES OFERATEDR. PEOPLE THOUGHT OF COMPUTERS RS
MYSTERITOWS, PMAGICHL MACHINES. THE COMFUTER ROOM BECAME AN
ISOLATED ENTITY WITH SFPECIALISTS AMD TECHHICIAMS LOOMIMNG
OWVER REELS OF MAGHETIC THFE AMD WITH LIME PRIMTERS CHURMIMG
OuT EMDLEZS RIBBOMS OF COMTIMUOOUS FORM FRFER. *

THE MYSTERY COWNTIMUED AMD TODAY COMPUTER ROOMS HEE
LSUARLLY LOCATED IM THE CEMTER OF AWM OQFFICE. SURROLDNDED BY
GLASS, WITH SPECIAL FLOORE TO SUPPORT THE HEAYY MACHIMES
AMDE SEFPARATE COOLTHG SYSTEMS TO IHSURE THARAT THE MACHIMES
OM T ONVERHERT. #

WORD PROCEZSING,. OM THE QOTHER HAMD. HAZS ALMAYS HADR A
FEOMT OQFFICE AFPFREAL. MAMAGERSZ. SECEETARIEZ., PROFESSIOMALS.
MDD ALL "WHITE COLLAR" WORFERS HAWYE BEEM AFFECTED BY THE
IMCREASED MUMBER OF WORD FPROCESSING TYPING SYITEMS, #

THE TREMEMDOLE STREMGTH THAT WMORD PROCESSIMG HAS IS
BRZED O THE FARACT THART IT BECOMES A JOIMINMG FORCE IM
COMPARMIES. WORD PROCESSING DRAMS FEORLE TOGETHER. #

DATAH PREOCESSING OFERATIONS TEMD T2 BE SEFARATE FROM
THE MAIM FLOW OF OFFICE WORE. AND ALTHOWUGH ME ALL RELY OM
THE QUTPUT FROM DATAH FROCESSING COMPUTERZ. MWE ALL TERD TO
LOOKE DOWM OM DATA FROCESSIMG OFPERATIOMS BECAHUIE THEY ARE 30
ISOLATED. ¥

IH THE MEXT FEMW YEARS, HOWEWER. THIS SEPARARTION WILL
COME TO AM EMD. SIMCE WORD PROCESSORT CAM MOW COMPMUOMICATE
MITH COMPUTERS OVER TELEFHONE LIMNES, THE TWO OFPERATIOMZ ARE
BEGIMHINMNG TO GROM CLOSER TOGETHER. IT-75 HARD TO SAY WHETHER
LF AMD WP MILL REMAIN THE SAME BECAUSE MORE AMND MORE
COMFAMIES ARE WSINHNG THEIR WP SYSTEMS AS MULTI-FURCTION
EYSTEMS. OME TREHMD SUGGESTS THARAT DF WILL BE ABSOREBEDR UMDER
14F. AMOTHER TREMD SUGGEESTS THRT BOTH DF AMD WP WILL MEEGE
MITH TELECOMMUMICATION SYSTEMS AMD COME UMDER AN UMEBRELLA
TITLE =SUCH AS "IMFORMATION SYSTEMS, " O "COMPMUNMTCAT TONS
DEFPARTHMENT. "%

HO MATTER MHAT HAFFENS, Y00 ARE ALRERDY I THE
FOREFREOMT OF AN EXCITIMNG ELECTROMIT RGE. YOUR TRZS-28 WAS
DESIGHED TQ PERFORM DATA FROCESSIMNG FURNCTIONS EFFICIEMTLY
IT ALSD IS5 A YERY EFFECTIVE WORD PEROCESSIHG SYSTEM. WE
COMBIMNED THE QOFERATIONS BECAUSE MWE KNOW HOW UICELY THE
FUTOMATEDR OFFICE IS BECOMINMNG A REARLITY.
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The footer for this document should be:

Centered with the same left- and right-hand margins as the document.
Begun with two blank lines.
The only text should be a page number.

Footer Blocks and Page Numbering Blocks

Footer blocks have the same two parts as header blocks — format instructions for
printing and the text. Footer blocks can be typed to appear on even pages or odd
pages. A standard footer appears on all pages.

Page numbering blocks instruct the computer to automatically print consecutive
page numbers. The page numbering block is typed as part of a header or footer block.

When using a footer in a document that has a header, be sure there are no other
characters between the close of the header and the opening of the footer. Otherwise
a PAGE FORMATTING ERROR will result.

To enter a footer block that includes a page numbering block:

1.

Press and the letter [@ (BLOCK) together. BLOCK COMMAND MODE
appears in the message line.

Press [F]. The block start marker and the letter F appear in the text line, and the
message line changes to ODD, EVEN, OR STANDARD (O, E, OR S)?

Select the kind of block you want by typing an [Q], [E], or [S§]. The O, E, or S,
followed by a “greater than” symbol, appears after the F.

Type the instructions to format the footer, and then press ;

Type the text for the footer. At the place in the footer where you want a page
number to appear, type a page number block.

To type a page number block:

a. Press and the letter [@) together, followed by the letter [P). This
opens the page numbering block. The page numbering block must appear
within the header or footer block; otherwise, only one page number will be
printed.




b. Type up to five “pound” symbols ( ). Each symbol represents one digit,
and only “pound’’ symbols should be typed in the page numbering block. (If
you type other information in the page number block and then try to print
the document, the message PAGE NUMBER FORMAT ERROR will appear.)

c. Press and the letter [@] together, followed by and the
down arrow key ( [J] ) together, to end the page numbering block.

6. Continue typing the rest of the footer. Then press , followed by [CONTROL |
and the letter [@] together, and then [CONTROL] and the down arrow key ( [I] )
together. The block end marker appears.

27
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Hyphenation

Hyphenation enables you to adjust the number of characters that will appear on each
printed line. This reduces the number of wide spaces that appear between words when
the document is printed with justified margins.

Hyphenation is based on the number of characters that appear in each line, so before
you begin to hyphenate a document (or a portion of the document), change the screen
width to match the width of your printed line. (Press and type W = &

[the number of characters between the left- and right-hand margin settings] and then
press [ENTER]. Any text currently on the screen will be adjusted to the new screen
width.)

If You Don’t Change The Screen Width
To Match Your Printed Width, The Document
Will Not Be Hyphenated Or Printed Correctly.

To type the hyphenation block:

1. Position the cursor at the left edge of the line that you want to begin hyphenating.

Then press and type the letter [@] simultaneously. BLOCK COMMAND
MODE appears as a message.

Hyphenation blocks must always start at the beginning of the document or
immediately following a text boundary marker. If you start a hyphenation block
somewhere else and then try to hyphenate, the message BLOCK NOT FOUND
will appear.

2. Type a hyphen. (It’s in the top row of the keyboard next to the key.)
The block start marker, a hyphen, and the “greater than’ symbol are inserted in
the text.

3. Move the cursor to the end of the last line that you want to hyphenate and

press and the letter [@ together, followed by and the
down arrow ( ) together. The block end marker appears.

4. Press|BREAK/, type an [H], and press [ENTER]. HOT ZONE (2-10)? appears in the
message line.

5. Type a number to indicate the number of characters in the hyphenation range
(the smaller the number, the tighter the hyphenation range). Then press [ENTER].

6. The cursor moves back to the text. It appears within the first word that can be
hyphenated and after the last character at which hyphenation can occur.




To hyphenate:

1.

If you want to hyphenate the word at this character, type a hyphen. The computer
will insert a hyphen in front of the letter that the cursor is on and adjust the text.
Then the cursor will move on to the next hyphenation point.

If the cursor is not at a correct hyphenation point in the word, move the cursor
left [+] until it is at an acceptable hyphenation point. Then type a hyphen.

If you don’t want to hyphenate the word, press [ENTER] and the cursor will move
to the next hyphenation point.

At the end of the block, the message HYPHENATION COMPLETE appears, and
the cursor moves back to the beginning of the hyphenation block.

Removing Hyphens

If you want to go back and make changes to text that has already been hyphenated,
delete the hyphens first. To do this:

1.

2.

If necessary, define the hyphenation block.

Press [BREAK |.
Type [H and press [ENTER].

Answer the HOT ZONE message by typing a [2]. The cursor moves to the first
hyphenation decision, and the message PRESS ENTER TO CONTINUE appears.

Press [CLEAR].

29






Things you will do in this lesson:

Type a title page

Type a table of contents page using tabs

Load a document and chain it to text on the screen
Exchange, insert, and delete blocks

Delete paragraphs and delete to the end of the text
Type an odd and even header block

Type a footer block with page numbering

Before you go any further:
If it’s necessary, boot up the system and load SCRIPSIT.

When you finish, TURN THE TAPE BACK ON.

Type this text:

ANIMAL ANALYSIS
RESEARCH ON THE DEMISE
OF THE HIPPOPOTAMUS
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Type this text using tabs that are set at 15 and 45:

CONTENTS
SECTION 1 INTRODUCTION 23
SECTION 2  FINDINGS 24

SECTION3  CONCLUSIONS 28

Tab-setting Instructions

Set All Tabs

Press[BREAK], type M= [ (&2 0] & 0] & U etc., and press [ENTER].
Or type [T] (Al (8] (5] & (1 & [J & [ [ [ etc., and press [ENTER] .
Each number indicates a tab position. Tabs can be set at any
character position from 1 to 132. Enter as many as needed. Dots
appear in the white line at the specified settings.

Set One Tab

Position the cursor at the character position where you want a tab.

Press [BREAK], type [T)[(S], and press . A dot appears in the white line

at the cursor position.

Clear All Tabs

Press , type [T] [A] [B], and press . All tab settings are deleted from

the white line.

Clear One Tab
Position the cursor at the tab setting you want to clear.

Press [BREAK], type , and press . The tab setting that the cursor

was positioned on is deleted from

the white line.




Tab Documents

Figuring Tab Positions

AAAAAAAAAAAAA BBBBBBBBBBBBB cccceeeceeeecce

If you want the tabbed information to be evenly spaced between the columns, add up
the longest entry in each column and subtract that from the total number of characters
on the line. Then distribute those blank spaces evenly between each column.

Tabbing Across a Line

When you want to move the cursor to a tab position, press and the right
arrow key ( ).

You cannot tab past a text boundary marker.

If no more tabs are set on the line, blank spaces will be added to the end of the line to
fill it out to its maximum width. You can delete these blanks by placing the cursor

over the second blank and using this command sequence: [CONTROL | (D] then[CONTROL | [F].
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HNIHHL AMNALYS TS
RESEARCH OM THE DEMISE_
OF THE HIFPFOFOTAMUS.

BmH T=Y W=
CONTENTS..

SECT IO
SECTION
SECT IOM

IMTRODMAZT ION 23
FIMDIMGS 2
CORCLS TONS 2E

o P b

aHIFFD REFPORT .
THTERODCT IOM .
k2

AFTER CHREFULLY READRING THE ARTICLE ENTITLED. "MHITHER
THE HIFPFO?" 1T FEEL I MUST TARAEE ISSUE MITH SOME OF THE
COMCLUSTONS AMHD ASSERTIONS REGARDIMNG THIS CREATURE. #

e MY COMMEMTS ARE ORLY SLIGHTLY BIASED BECAUSE I TRULY

BELIEYE THAT THE HIFFOFOTAMUS IS THE BEST EXAMPLE OF
HHTHRHL SELECTION AMD SURNMINVAL OF THE "FRATTEST. "

FIHEIHG:_

i

s et
SRR L
S L s i S

F
yd I MUST DISAGREE WITH THE COMTEMTION THAT THE HIFPO IS
/MAOGREAT., HUGE, SLIMEY. DISGUSTING REFTILE WITH BIG TEETH.
éTHIJ IS UTTER MOMSEMSE! IM FPOIMT OF FARCT., THE HIFFD IS A
§hFEHT HUGE. SLIMEY, DISGUSTIMNG MAMMAL WITH BIG TEETH.
SRS REGARDS THE STATEMEMT THAT THE HIFFOFOTAMUS TS
EECOMING ExTINCT: "BECAUSE IT LOST THE EEY TO ITS
AFARTMENT. THE HIFFO WAS FORCED TO SPEMD THE MIGHT
OUT-OF -DOORS, THIS UNFORTUMATE CIRCUMSTAMCE LED TO ITS
DEVELOFIMNG A COLD. WHICH TURMED IHTO PHEUMOMIA AR
LLTIMATELY. LED TO THE AMIMALS DEATH. Y FOLLY BHD ROT. I
SEYCE

HOT HAYING ANY POCEETS, THE HIPFO UHDOUBTEDLY KEPT ITS
FEY QR A CHAIM AROUMD ITS MECK: IT COULDHYT POSSIBLY HAYE
LOST IT. IT IS, I BELIEVE. MUCH MORE REALISTIC TO ASSUME
THAT THE CHAIM CAUGHT OM A TREE LIME WHILE THE HIFPO LAS
JOGGEIMNG AMD THAT THE CREATURE DIED OF STRAMGULATION., THIS
COMCLUSTON CAM. I°M SURE. BE UPHELD,
wHEMD THIS PAGE HERE AMD LEAWE ROOM FOR A BLAME FPAGE TO

HLLDH FOOM FOR ILUSTREATIONS /
.. ;@ijﬁ vy i} B e ——————— i P e

IUHILU:IHHJ_
*
THE ARTICLE "WHITHER THE HIFFO?" MAS FROBABLY MRITTEM

BY A PERSOM WHO T2 "AMTIY BIG CREATURES. THE SEVERAL ‘
ESAMPLES THART WERE CITED IMCLUDED DERQGATORY COMMENTS ABOUT
ELEFHANTZ, CAMELS. MWHALES., AMD GRIZZLY BEARS. # B
fowﬂ IT SEEMS THAT THE AUTHOR HAS HO POSITIVE FEEL INGS FDRE
?HHIMHL_ BUT HE I5 FPRARTICULARLY HEGATIVE ABOUT HIPFOS ./
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Inserting Blocks

To Insert (or Copy) a Block:

1.

Surround the text that you want to insert with block markers.

a. Position the cursor at the beginning of the text and press [CONTROL ] and Q]
together. Then type a letter (any letter except H, F, or P — they are reserved
for headers, footers, and page numbers). The block start marker, the letter,
and the ‘“‘greater than” sign are inserted in the text.

b. Position the cursor at the end of the text you want in the block and
press [CONTROL | and [Q] together. Then press and the down
arrow key ( [¢] ) together. The block end marker is inserted in the text.

Position the cursor at the place in the text that the block should be inserted.

Press and [§] together, then and [Q] together. Answer the
message by typing the letter you assigned to the block. The text is inserted at
the cursor position without any block markers.

If you want to insert the block somewhere else, repeat steps 2 and 3.
Unmark the block or delete it from its original position. To do this:
a. Position the cursor on the block start marker.

b. Press[CONTROL | and [D] together. DELETE OR UNMARK (D or U)?
appears as a message.

c. If you want to delete the information inside the block markers, press [D] . The
text and the markers are deleted.

d. If you want to remove just the block markers and not the text, press [U]. The
block markers are removed but the text remains.
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Deleting Blocks

To Delete a Block:

1.

Surround the text that you want to delete with block markers.

a. Position the cursor at the beginning of the text and press and [@]
together. Then type a letter (any letter except H, F, or P). The block start
marker, the letter, and the “greater than” sign are inserted in the text.

b. Position the cursor at the end of the text you want in the block and
press and [Q] together. Then press [CONTROL] and the down
arrow ( ) key together. The block end marker is inserted in the text.

Position the cursor on the block start marker.

Press [CONTROL | and [D] together. DELETE OR UNMARK (D or U)? appears as
a message.

a. If you want to delete the information inside the block markers, press [D] .
The text and the markers are deleted.

b. If you want to delete just the block markers and not the text, press [U].
The block markers are deleted but the text remains.

Exchanging Blocks

To Exchange Blocks:

1.

2.

Surround each set of text you want to exchange with block markers.
Position the cursor on the block start marker of the second block.

Press [CONTROL | and [E] at the same time. EXCHANGE COMMAND MODE appears
as a message.

Press and [Q] at the same time. Answer the message by typing the
letter of the block you want to exchange this block with. The blocks are exchanged.

Unmark the blocks as explained above.




Page Numbering and Header and Footer Format Instructions

Start with a
Specific Number

Begin Header
or Footer on a
Specific Page

Cancel the Header
or Footer for One
(or More) Pages

Begin the Header
or Footer Again
with Odd or
Even Text
(Disregarding the
Page Number)

Begin the Header or
Footer with Odd ox
Even Text Depending

on Page Number

PIN (= (5

)
(0] [u]
Lm

mIE]
(0] u]
2=

[H (=] [E] (or [O])
or
(Fl (=] [E] (or [O])

M (= ¥

or

AEM

This instruction usually appears with

the overall document format and defines
the number that the computer will

begin numbering with.

These instructions are usually included
with the overall document format

and instruct the computer to begin
printing the header or footer on a
specific page of the printout.

These instructions are entered as a
separate format line before the text of
the page on which you want to cancel
the header or footer. The header or
footer will be canceled until you instruct
the computer to begin the header or
footer again.

These instructions are entered as a
separate format line before the text of
the page on which you want to resume
printing the header or footer.

Note: Any format instructions you issue remain in effect until you cancel or change

them.
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Begin with the overall format information:

>*HIPPO REPORT — BEGIN WITH PAGE 21 =
> M= - RM= — TM= — BM=— LS=— PF=— C=NFR=NJ=Y PN=21 H=23 F=23 =

Add the header blocks next:

[HE>J=N C=N FR=Y =
ANIMAL ANALYSIS — HIPPO =

IHO>J=N C=N FR=N =
ANIMAL ANALYSIS — HIPPO =

J

Then add the footer block with the page number block:

[FS>J=N FR=N C=Y =
B

PAGE [P> ##] =

Notes:

1. Be sure to type the space after the word “PAGE.” Otherwise the page number will
be printed as “PAGE24.”

2. Don’t press after typing the header or the footer block. Delete any trailing
spaces ( [CONTROL | [D][CONTROL](F] ). When you load and chain the text after this
information, be sure the C=Y VC=Y format line immediately follows the block
end marker.

3. The vertical center instruction must appear first on the ““printed” page; otherwise
a PAGE FORMATTING ERROR message will appear when you type the print
instruction. The line symbol isn’t necessary after the block end marker, so if you
press [ENTER]| at the end of the footer block, the computer will think that the
line symbol is the first line of the page and then alert you that this is an error.

4. For a description of rules to follow when entering headers and footers, see the
“Notes For Advanced Users”’.




oo

Things you will do in this lesson:

Use the window command mode to look through the text
Repeat instructions

Make global changes

— Replace

— Delete

— Find

Learn about copy markers

Review the save, load, and print instructions

Discuss how DOS instructions can help you with word processing

Before you go any further:
If it’s necessary, boot up the system and load SCRIPSIT.

When you finish, TURN THE TAPE BACK ON.

Repeat
Repeat allows you to perform an instruction several times.

To Repeat an Instruction:

1. Press [CONTROL | and type the letter [R] at the same time. REPEAT HOW MANY
TIMES? appears as a message.

2. Type a number between 2 and 255; then press [ENTER]. The message changes to
ENTER REPEAT COMMAND. (If you want to repeat the instruction the maximum

number of times, just press [ENTER].)

3. Type the instruction you want to repeat. (Any instruction can be repeated.) The
computer will perform the instruction as many times as you specify.
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Global Replace

The global replace instruction enables you to search for a string of characters (letters,
symbols, numbers, or instructions) and then change that string to something else.

To Replace:

1.

Position the cursor either at the beginning of the document or at the place in the
text you want to begin the replace.

If you want to repeat the replace several times, type the repeat instruction.

a. Press and the letter [R] together; then type the number of times
you want to repeat the instruction and press [ENTER]. By just pressing [ENTER],
you can repeat up to the maximum of 255 times.

Press [BREAK].

Type an [R], a “greater than” symbol ( =] ), and the string of characters you want
to search for. Include spaces before or after words, punctuation, or any instructions
that make the string unique.

Type another “greater than” symbol and then type the replace string. If you
included spaces before or after words in the search string, be sure to include them
as a part of the replace string.

Press [ENTER/|. The cursor moves back to the text area, and the system looks for
the first characters that match the search string. When a match is found, the
characters are replaced.

a. If the repeat instruction was typed first, the system continues to search and
replace according to the repeat number.

The search and replace strings remain in memory until you enter a new global
instruction. So if you want to continue the same replace instruction, just

press [BREAK |, type an [R], and press [ENTER] .

Global Delete

The global delete instruction allows you to search for a string of characters (letters,
symbols, numbers, or instructions) and delete them from the text.

Ta Delete:

1.

2.

Position the cursor either at the beginning of the document or at the place in the
text you want to begin the deletion.

If you want to repeat the delete several times, type the repeat instruction.




a. Press [CONTROL | and the letter [R] together; then type the number of times
you want to repeat the instruction and press [ENTER|. By just pressing [ENTER],
you can repeat up to the maximum of 255 times.

Press BREAK .

Type a [D], a “‘greater than” symbol ( %)), and the string of characters you want
to delete. Make the string as specific as possible.

Press [ENTER] . The cursor moves back to the text area, and the system looks for
the first characters that match the search string. When a match is found, the
information is deleted.

a. If the repeat instruction was typed first, the system continues to search and
delete according to the repeat number.

The delete string remains in memory until you enter a new global instruction. So
if you want to continue the same delete instruction, just press ,type a [D],

and press [ENTER].

Global Find

The global find instruction allows you to look for a string of characters. Find is used
either to identify where a particular instruction was typed or to verify a unique spelling.

To Find a String of Characters:

1.

Position the cursor at the beginning of the document, or at the place in the text
you want to begin the find.

Press | BREAK].

Type an [F], a “‘greater than” symbol ( [ ), and the string of characters you want
to find. You should make the string as specific as possible. However, if you want

to check for possible variations of the string, type a question mark for the character
that might change. This wild card option expands the search possibilities.

Press [ENTER] . The cursor moves back to the text area, and the system looks for
the first characters that match the find string (with all variations of the wild card
option). When a match is found, the cursor appears at the beginning of the string.

The find string remains in memory until you enter a new global instruction. So if
you want to continue the same find instruction, just press {BREAK|, type an [F],

and press [ENTER].

Note: If you precede the find instruction with a repeat instruction, the TRS-80 will
tell you how many times the word occurs in the text, rather than stopping on the first
occurrence.
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Make these changes in the HIPPO/UC or HIPPO/LC document. Then print a copy of
the revised document:

1. Delete all page markers.

2. Replace the five-space paragraph indent with seven spaces.




=
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Additional Print Instructions

Copy markers allow you to define a specific amount of a document that is to be
printed.

To Use Copy Markers:

1. Position the cursor at the place in the document where you want to begin printing.

(This usually occurs at the beginning of a line.)

2. Press|BREAK], type the letter [C], and press . An up-pointing arrow
appears in the text. Printing will begin at this character.

3. Position the cursor at the end of the information you want to be printed. Then
press [BREAK], type the letter [C], and press [ENTER]. Another up-pointing arrow
appears. The second copy marker must follow after a text boundary marker.

4. When the document is printed, only the information that appears between the
copy markers will be printed.

a. If you only type one copy marker, the printout will begin at the first copy
marker and continue to the end of the document.

Note: If you want to delete a copy marker, position the cursor on the up arrow and
then press and type the letter [D] at the same time.

(PI=] Y] (or [N]) Suppress Printing Temporarily allows you to bypass a specific

Y is the default. amount of text when the document is printed. The instruction
can either be included with other format instructions or inserted
in the text before the text that is affected. Remember to enter
the instruction twice — once to suppress printing ([P][=][N] ) and
again at the place where you want to resume printing ([PJ[=][Y] ).
The instruction must follow a text boundary marker and a greater
than (““>"’) sign.

Widow Suppress W (S][=][Y] (or (N]) Y is the default.

Widow suppress instructs the computer to
override the bottom margin while printing a

page — if the last line of the page begins a new
paragraph. The instruction can either be included
with the other format instructions or inserted

in the text before the pages that are affected.
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Save

Update the Current
Document in Memory

Save BASIC Files
(ASCII Compatible)

W=

L -

L

Save Instructions

Press [BREAK].
Type [§] followed by a space.
Type the document name.

Press [ENTER|.

Press{ BREAK].
Type [§].
Press ENTER] .

Press .
Type (8], a [1], and the letter [A], followed by a space.
Type the document name.

Press |[ENTER| .

Note: Refer to the “Notes for Advanced Users” section of this Manual for more
information about saving BASIC files.

Save on Tape

G

Prepare the tape and set it to “RECORD”.
Press |BREAK .

Type [§], a (], and the letter [T].

Press .

To verify thesave:

Rewind the tape and set to “PLAY”.
Press [BREAK] .

Type a M.

Press .

oo




Load

Load the Current
Document in Memory

Again

Load and Chain
to the End of the
Text on the Screen

Load from Tape
(Load at a Volume
from4 to 9)

Ll

L L

Ll S

Load Instructions

Press | BREAK].
Type an [L] followed by a space.
Type the document name.

Press [ENTER].

Press BREAK|.
Type an [L].
Press [ENTER] .

Press .
Type an [L], a [], and a [C] followed by a space.
Type the document name.

Press ENTER|.

Prepare the tape and set to “PLAY”,

Press )

Typean [, a [.], and a [T].

Press [ENTER]. The document loads from the tape, and
the first ten characters of the document appear as a
message.

45



46

Print Serially
Through an RS-232
Interface

Print Invisible
Lines

Print with a Pause
After Each Page

Lo B bt

@ b0 hadb o lien

W=

Print Instructions

Press |BREAK.
Type a[P].
Press [ENTER/.

Press [BREAK].
Type (P[] [8].
Press ENTER/! .

Press [BREAK].
Type [P [J0].
Press [ENTER].

Press BREAK|.

Type [P] ([P} (or (B} [J[S]LJ[P)).

Press [ENTER| . At the end of each page, printing is
interrupted and the message PRESS ENTER TO
PRINT NEXT PAGE appears. Insert another sheet of
paper and press [ENTER| .




Helpful DOS Instructions

To Go Back to DOS:

1. Press .

2. Type EIND.

3. Press .

To See a Directory of All Documents Stored on a Disk:

1. Go back to DOS.

2. Type DI[U[R.
3. Press [ENTER].

4. If you have more than one Disk Drive, you may specify the Drive number by
typing a space, a colon, and the Drive number after the command DIR.

The directory for your SCRIPSIT diskette should look like this:

FILE DIRECTORY — DRIVE# TRSDOS

TYPICAL/TXT BLOCKS/UC SCRIPSIT/UC
SCRIPSIT/LC HEADER/UC BLOCKS/LC
HIPPO/LC HIPPO/UC HEADER/LC
REPORT/R

DOS READY

To Kill or Delete an Entire Document:

1. Go back to DOS and display the directory to verify the correet spelling of the
document name you want to delete.

2. Type KI[1 followed by a space.

3. Type the document name.

4. Press ENTER].
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Blocks
Start/Name a
Block

Headers

Footers

Page Numbers

Hyphenation
End the Block

Comment Lines

Copy Markers

Cursor Movement

Left

Right

Up
Down

Beginning of
a Line

End of a Line

Beginning of
Document

End of
Document

Press and [Q] together. Then type a letter to name
the block (any letter except H, F, or P).

Press [CONTROL | and (@) together. Then type the letter
and either (0], [E], or [S].

Press and [Q] together. Then type the letter
and either (0], [E], or [§].

Press and (@) together. Then type the letter (P].
Type up to five “pound” symbois ( [#] ) for the page number.

Press and [@ together. Then type a hyphen.

Press [CONTROL | and [@ together. Then press and the
down arrow key ( [¥]) together.

If the characters (] follow a text boundary marker, all text
up to the next boundary marker will be treated as a comment

and ignored on the printout.

Press |BREAK| . Type and press . An up-pointing
arrow appears in the text at the current cursor position. The
first marker indicates the first character to be printed; the
second marker indicates the last character to be printed.

Press the left arrow key ([«]).
Alternate instruction: Press and together,

Press the right arrow key ( [#]).
Alternate instruction: Press and [F] together.

Press the up arrow key ([+] ).
Press the down arrow key ([+] ).

Press | SHIFT| and left arrow key ( [«]) together.
Press and right arrow key ( [#]) together.

Press | SHIFT | and up arrow key ( [#]) together.
Alternate instruction: Press and up arrow key
([4]) together.

Press [SHIFT ] and down arrow key ( [¥]) together.
Alternate instruction: Press [CONTROL | and down arrow

key ([#]) together.
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Beginning of
Display

Delete
Character

Word

Sentence

Trailing
Blanks or
Contiguous
Blanks

Paragraph

Block

To End of Text

Exchange
Word

Paragraph

Block

Insert
Character

Line

Press [CONTROL j and W] , then [CONTROL | and up arrow ( [t]).

Position cursor on character and press [CONTROL] and (D]
together.

Position cursor on any character in the word and press [CONTROL

and [D] together. Then press CONTROL | and together.

Position cursor on any character in the sentence and press

and [D] together. Then press|CONTROL | and
together.

Position cursor on blank character and press [CONTROL
and [D] together. Then press [CONTROL | and [F] together.

Position the cursor on any character in the paragraph and
press [CONTROL | and [D] together. Then press [CONTROL
and together. Answer the message by pressing to
delete or [N] to cancel the instruction.

Position the cursor on the block start marker and press
[CONTROL] and [D] together. Answer the message by pressing
(D] to delete the block, U] to unmark the block, or
to cancel the instruction.

Press|CONTROL | and [D] together, and then]CONTROL | and
the down arrow key ( [{] ) together. Answer the message

by pressing to delete from the cursor position to the end
of the document or [N] to cancel the instruction.

Position the cursor on the second word of the two you want
to exchange and press [CONTROL | and [E] together. Then
press and (2] together.

Position the cursor on the second paragraph of the two you
want to exchange and press [CONTROL ] and [E] together. Then
press [CONTROL | and together.

Position the cursor on the block start marker of one of the

blocks you want to exchange and press [CONTROL | and [E]
together, then |CONTROL |and [Q] together, and finally the
letter of the block you want to exchange this block with.

Position the cursor at the insert point, press | CONTROL | and
together, and then type the missing character.

Position the cursor at the insert point and press [CONTROL
and [S] together. Then press |[CONTROL | and together. Type
the new information and press to close up the line.




Block Position the cursor at the insert point and press |CONTROL

and (8] together, then and [@ together, and finally
the letter of the block you want to insert. The text is inserted
without any block markers.

Print Format Instructions

PILIEEB Page length— 66 is the default,

™M =3 Left-hand margin—12 is the default.

R/ M= Right-hand margin—72 is the default.

™ =& Top margin—6 is the default.

M =E Bottom margin—60 is the default.

PIE = E Paragraph format — (line spacing between paragraphs).
1 is the default.

Lsl=HE Line spacing—1 is the default.

WEM (or N)) Justify—Y is the default.

FY] (or N)) Center—N is the default.

RI[E Y] (or N]) Flush Right-N is the default.

EM (or N]) Vertical Center-N is the default.

PIEIY] (or [N]) P=N suppresses printing temporarily -Y is the default.

(SIE1Y] (or N]) Widow Suppress—Y is the default.

or [FIE [ Page number on which first header or footer should appear.

H] or (FJ[E][Y] (or NJ) Turn header or footer off or on.

or [F][E](E] (or [0]) Print odd or even header or footer on the next page
(disregarding page number).

PIN] (=] [ Begin page numbering with a specific number.

Notes: Any format commands that change the page boundaries — [TJM] , [B] M ,
,[PI[L), [P)[N], M), [F] — must precede the text for a new page. They must be
placed at the start of text or after a page boundary marker (). Otherwise a PAGE
FORMATTING ERROR will appear when you print the document.

Repeat Press and [R] together. Answer the message
by typing the number of times you want to repeat an
instruction (2-255) and then press |[ENTER|  Pressing

ENTER! alone repeats the instruction 255 times, Answer
the next message by typing the instruction you want

to repeat.
Special Command Mode
System Status Questions
— Width Press [BREAK | , type or Bl , and press

ENTER] .
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— Length

-— Memory

— Cursor Position

— Name

— Indent

Set Video Parameters
— Width
— Indent
— Set Tabs

- Set One Tab

— Clear Tabs
— Clear One Tab

Hyphenation

Global Changes
— Replace

— Delete

— Find

Press . Type or ?]JLJ[EIN] [G T H) and
press [ENTER].

Press [BREAK] . Type 2]M or 7] [E] M [O] [B] [¥] and
press [ENTER|.

Press [BREAK] . Type [7][C] or [Z)[C)[U [RI(S] O] [R] and
press [ENTER] .

Press [BREAK| . Type [2J[N] or (7][N] (Al (M [E] and press
ENTER| .

Press .Type Z)[M or 2] D E] N (T and
press [ENTER] .

Press [BREAK] . Type W [=][5] (1-132) and press .

Press [BREAK] . Type [T1][5] (5] (1-132, but less than width)
and press [ENTER].

Press . Type BEHOEHLEO ete.
{1-132, but less than width) and press [ENTER] .

Position cursor on a character at the desired tab position.

Press [BREAK] . Type [TI[S] and press [ENTER].
Press [BREAK] . Type and press [ENTER] .

Position cursor on a character at that tab position and

press [BREAK] . Type and press [ENTER].

Set screen width equal to the printing width. Surround
text to be hyphenated with block markers. The block

must be named by [=] . Press . Type H]

and press [ENTER!. Answer HOT ZONE message by typing
a number between 2 and 10. All previously inserted
hyphens are removed, and cursor stops at first hyphenation
point, Type a hyphen to hyphenate at that point, or move
the cursor left and then type a hyphen. Press [ENTER| to
leave the word as is, and go on to the next decision.

Press [BREAK]| . Type [R] and [3]. Type the search string.

Type [3; then type the replace string and press .
At the first match, the replacement is made.

Press [BREAK] . Type [D] and [5]. Type the string and then
press . At the first match, the string is deleted.

Press [BREAK] . Type [F] and [3]. Then type the string
and press \ENTER| . The cursor appears at the beginning
of the first match.

Note: After typing the replace, delete, or find strings, the strings remain in
memory until you change them. You can enter the instruction again without
typing the strings by pressing |BREAK]| , typing [R], [D], or [F], and then

pressing [ENTER].




Save/Load/Print
- Save

— Update

— On Tape
— ASCII

— Load

— Reload

-~ Chain

— From Tape
— Print

— Print to
Serial
Port

— Print with
Invisible
Lines

— Print/
Pause for
Paper

Shift Lock

Text Boundary Markers
— Line

— Paragraph

Press . Type [S] followed by a space. Type
document name and then press .

Press |BREAK| . Type [S] and press ENTER] , Current
document name in memory is updated with text on
the screen,

Press . Type [S] [[] T] and then press [ENTER] .

Press . Type [S][[] [A], followed by a space.
Type document name and press .

Press . Type [L] followed by a space. Type
document name and then press .

Press [BREAK] . Type [L] and press [ENTER] . Current

document name in memory is loaded.

Press . Type [L] [[] [C], followed by a space.
Type document name and press (ENTER] . Text appears
at the end of the text on the screen,

Press [BREAK | , Type [L] [] [T) and then press [ENTER] .
Press |[BREAK] . Type [P] and press [ENTER] .

Press . Type [P) [ [S] and press [ENTER| .

Press [BREAK] . Type [P] [ [1] (or [P)[J[S][LJ(1] ) and
press [ENTER].

Press [BREAK] . Type [P [J [P] (or [PI[J [SJ[L) [P) ) and
then press [ENTER]| . After each page is printed, insert
new paper and press to print the next page.

(Used with lowercase keyboard.) Press [SHIFT] and [CONTROL |
together. Press [SHIFT | and [CONTROL ] together again to
resume lowercase typing.

Press [ENTER! . (Alternate instruction: [CONTROL | and
press [X].)

Press[CONTROL |and [C] together. The current paragraph is
ended, and the system inserts the blank spaces for the
paragraph indent at the beginning of the next line. When the
document is printed, the paragraph symbol instructs the
printer to add the number of lines in the paragraph format.
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— Page

Window Motion

b4

Press and [V] together. The page will end at this
point when the document is printed.

Press and W together. Press cursor up, down,
left, or right and the text on the screen moves while the
cursor holds its place in the text. moves the
cursor to the beginning of the display; shift left arrow or
shift right arrow scrolls the text to the left-hand or right-
hand margin. Cancel by typing another instruction or

pressing |CLEAR] .




Notes For Advanced Users
A. How SCRIPSIT Uses Blanks

Starting New Lines

The first time SCRIPSIT is working for you and you ask it for the length of the
“document” in memory, you may be surprised to find that even though you haven’t
typed a single character, SCRIPSIT insists you have a document length of 69.

In fact, you actually have 6@ characters of document in the text buffer, but they are
all blanks. Because overwriting is so much faster than inserting every new character,
SCRIPSIT avoids inserting whenever possible. It does this by anticipating each new
line and filling it with blanks before you start writing on it.

At first, the concept of blanks is confusing because of the simple fact that when you
try to look at one, you see nothing. If what you are seeing, then, is really a blank, how
do you distinguish a legitimate character — which can be inserted, deleted, or printed —
from the background of the video display — which may as well not exist as far as
SCRIPSIT is concerned?

The answer to this question is simple. When you first get SCRIPSIT running, go ahead
and try to move the cursor from that first blank line. No, it is not stuck. SCRIPSIT
was designed so that the cursor could be placed over legitimate characters only. Blanks
count, but the rest of the screen may as well not exist — until you write something

on it.

When you try to move the cursor past the end of a line, you will notice that the cursor
doesn’t go as far as the right-hand margin. This is because if it sees no characters or
blanks, it sees nothing at all. For the same reason, when you move the cursor up or
down, it jumps to the end of a line if that line is shorter than the last line it was on.

It can’t move straight up or down if it has nowhere to go.

Occasionally, you will find yourself ready to type in some new text but unable to
move the cursor past the end of the last line. This will happen if a new line has not
been opened up. The remedy is easy — either do it yourself by executing an “‘insert
line” instruction, or just start typing and let SCRIPSIT do it for you.

Trailing Blanks

Blanks are harmless — and as long as you take a few precautions, they will serve you
well. First, beware of blanks trailing at the ends of lines. From the end of the last word
on each line, you should be able to move the cursor right twice before it drops down
to the beginning of the next line. (This does not apply to lines that end with text
boundary markers.) The first position is the blank that naturally follows every word;
the second is a “no man’s land” position that SCRIPSIT maintains as it keeps track

of the cursor. Incidentally, when the cursor is in this position, it is treated as though

it were on the first character of the next line when executing instructions such as
insert and delete.

It you have too many blanks at the end of a line, you will encounter problems later if
you try to edit or re-format that section and suddenly find the unwanted blanks filling
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the middle of a line. Since executing a Tab instruction ((CONTROL | []) inserts blanks
when it passes the last character of any line, do not use this instruction to move the
cursor to the end of the line. Always use the shift right arrow command.

You should also be aware of the way in which blanks can accumulate at the end of
your document. You will usually end up with one blank line after you finish typing
all your text (you may have more or less, depending on how much inserting and
deleting vou do). It is a good practice to end every document with a text boundary
marker and execute a “delete blanks” instruction (CONTROL | [D], [CONTROL][F])
after the marker to close up the unwanted space. This is especially important when
“chaining” documents (loading a second document so that it immediately follows the
first). If the first document has those trailing blanks, they cease to be trailing blanks
but instead become ugly space once the second document has been loaded.

How Clearing Deletes Blanks

Whenever the system opens up a new line — and whether it does so in response to your
“insert line” command or on its own (as it does every time you type past the end of

a line) — the system remembers that a line has been opened. The next time you press
the key, it checks to see if a line has been opened, and if it has, it tries to
close it. This is why you can insert some text so easily into the middle of the line via
the insert line command and then close up the line again with the key. As
long as the cursor is on a blank, that blank and all contiguous blanks are deleted. If the
cursor is over another character, nothing happens. Therefore, if you move the cursor
off the line you are typing, be careful when using the key. If the cursor
happens to be over a blank, chances are good that the blank will be deleted.

B. How SCRIPSIT Uses TRS-80 Memory Space
Memory Allocation

You are probably aware that your system contains a fixed amount of memory — either
16K, 32K, or 48K. These measurements are made in “bytes” — the “K”’ stands for kilo,
which is the metric equivalent of one thousand. In SCRIPSIT terms, one byte of
memory equals one character of text that will fit in the text buffer. The size of your
TRS-80’s memory will determine how large a document you can work with at one
time. This doesn’t prevent you from working with a document larger than will fit into
the text buffer, but in order to do this, you will have to divide it into sections and treat
each section as a separate document.

When you ask SCRIPSIT to tell you how much memory you have left (by pressing |[BREAK
and typing [2][M]), it is identifying the total number of characters available to you in the
text buffer. This will never be the full 16K, 32K, or 48K that your system contains,
because SCRIPSIT itself requires a certain amount of memory. Internally, SCRIPSIT

uses one extra character of memory for each line of text you have. When you re-format
your text to a narrower width, you will find its length ((BREAK], [7], [L]) to be the same,
yet less memory will be available to you. Conversely, wider formatted text uses less

space. That is why SCRIPSIT may occasionally tell you it is “out of room” when you
attempt to re-format the screen to a narrower width.
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Filling Up the Text Buffer

Because SCRIPSIT inserts blank lines as it goes, you may find yourself running out of
room even though SCRIPSIT says you have a few dozen characters left. When you are
this close to filling up the text buffer, it is time to save what you have and start a new
section.

“Work Space” Requirements

The exchange instructions require some free memory for use as “work space’’.
Generally, the greater the difference in size between the two blocks or paragraphs
being exchanged, the greater the requirement for extra memory. If there is not enough
memory to make the switch, SCRIPSIT will display a NO MORE ROOM message and
refuse to execute the instruction.

Formatting Large Amounts of Text

If you have enough text to fill a 32K system (or one even larger), you may find that it
takes a few seconds to format the entire text. ‘“‘Formatting’ text in this sense is simply
the process of counting each line to determine where it should end and where the

next line should begin. SCRIPSIT always assumes that text behind the cursor has

been formatted but text in front of the cursor has not. So each time you bring a new
line of text onto the video display, it must be formatted. When you execute the cursor
to end-of-text instruction ([SHIFT jand [I]) SCRIPSIT formats everything from the
cursor on. If you are working with a large amount of text, either be patient or use this
instruction sparingly.

C. SCRIPSIT Command Syntax

Command syntax is the set of rules that any program observes in executing written
commands. SCRIPSIT deals with four types of written commands: format lines,
comment lines, headers and footers, and “‘special”” commands.

Format Lines

In order for SCRIPSIT to recognize a format line at all, it must start with a *“‘greater
than” sign and be placed in one of the following three locations: immediately
following a text boundary marker, as the first character of text, or following the
closing marker of a header or footer block. A text boundary marker is a line symbol,
a paragraph symbol, or a page symbol. A format line can be any length — it may
occupy more than one line on the screen — and is terminated by another boundary
marker. All format commands must be in uppercase. For a list of valid format
commands, refer to the Instruction Summary earlier in this Manual. The individual
commands may be separated by commas, blanks, or any combination of the two. A
violation of these rules will result in a FORMAT LINE ERROR message when printout
is attempted. Format commands that affect page parameters are illegal if placed in a
format line that does not precede a new page. These commands are [T] M, [B] M,

VO, B, BN, B, and[F.
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Comment Lines

Comment lines must begin with a “‘greater than’ sign followed by an asterisk ( ).
The “greater than” sign must immediately follow a text boundary marker or a header or
footer block, or it must be the first character of text. As with format lines, comment
lines may be of any length. They are terminated by the next text boundary marker.

Headers and Footers

The rules of syntax are the same for headers as they are for footers. Both must precede
the text of the page on which they take effect — thus they must be placed at the start
of text or immediately following a page marker (down arrow). They are labeled as
blocks with the designation H or F, followed by O, E, or S. The first line of the header
or footer block is read as a format line and terminates with a text boundary marker.
This line need not include format commands but must include the boundary marker.
(Thus, if you do not wish to give your header or footer a special format, just insert a
boundary marker after the “greater than” sign.) The actual text of the header or
footer follows this marker and must not exceed sixteen lines. The last line of text must
be terminated by another boundary marker, followed by a block close marker to
designate the end of the header or footer. If this last boundary marker is missing,
SCRIPSIT will miss the block close marker and return a HEADER OR FOOTER TOO
LONG message when printout is attempted. The commands just listed that affect

page parameters may not be used within headers or footers.

Page Numbers

A page number consists of a block designated P that contains between one and five
“pound” symbols, depending on the maximum number of digits in the page number.

Any character inside the block that is not a “pound’ symbol will cause a PAGE NUMBER
FORMAT ERROR message upon printout.

Special Commands

All “special” commands (accessible through the key) may be spelled out or
abbreviated by their first character. In the =] = B [} command, individual
tab settings may be separated by commas, blanks, or any combination of both.

Disk load and save commands consist of the word (or abbreviation) [L] [0] (Al (D]

(or [S][A] V] [E] ), which may be followed by one or more “switches”’. These switches
tell SCRIPSIT to do something special, such as chain, save in ASCII format, or save
or load using tape. The switches must be preceded by a comma that immediately
follows the save/load command (no blanks) and must themselves be separated by
single commas (no blanks). They may be placed in any order. Following the switches —
or following the save/load command if there are no switches — there must be a blank,
followed by the file name. Syntax for file names is described in your TRSDOS DISK
BASIC Reference Manual. The file name may be omitted, in which case the last
entered file name is used. (Or if no name has been entered since loading SCRIPSIT,

a NO DOCUMENT FILE NAME message is displayed.)

Saves and loads using tape are the same as for disk, except the blank and the file name
are omitted.




The print command may also use switches to perform special functions. The syntax
for using these switches is identical to save and load. No file name is used in the print
command, of course.

D. Data Storage Formats

This section is intended to provide technical assistance to programmers who wish to
use SCRIPSIT text files in other programs or who wish to make their own data files

readable by SCRIPSIT.
Data Storage in Memory, Disk, and Tape

SCRIPSIT data is stored as a continuous ASCII string. Normally, bit 7 of all “‘invisible”
characters is set. Invisible characters consist of the three text boundary markers, block
open and close markers, block titles (the alphanumeric descriptor and “‘greater than™
sign), copy markers, and hyphens inserted by the hyphenation instruction. Although
format and comment lines do not print out, they are not stored as “‘invisible”’
characters. Appending the comma — A switch to the disk save command causes all
text to be saved with bit 7 reset: Block titles become regular ASCII characters, and
other invisible characters are stored as ASCII control characters. The SCRIPSIT load
command examines text as it is being loaded and sets bit 7 of every control byte.

Following is a table of control codes as they appear in text files created by the
(s] €[] command (if the comma-A is not used, bit 7 will be set):

Character Hex Value
New Line ODH
New Paragraph QOEH
New Page 0CH
Block Open 17H
Block Close 1BH
Copy 0BH

Characters found in a text file that are not recognized by SCRIPSIT are displayed on
the screen as back arrows and printed out as blanks.

Files are stored on disk as one continuous string terminated by a zero byte. Tape files
are stored in modules, each preceded by a count byte and terminated by a checksum.
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Using SCRIPSIT in Conjunction with BASIC

One of the handier features of SCRIPSIT is its ability to work with Disk BASIC
program and data files. When using SCRIPSIT for this purpose, a few precautions need
to be observed.

First, you must save all files in ASCII format. In BASIC, this means appending a
comma-A to the save command after the file name. You may not work with data files
that contain control codes or non-alphanumeric information. In SCRIPSIT, place a
comma-A after the save command but before the file name (see “SCRIPSIT Command
Syntax™).

Second, make sure you have deleted all block open and close markers, page markers,
paragraph markers — in short, all special symbols except line markers — from the text
in SCRIPSIT before saving.

Before saving a program file out of SCRIPSIT, make sure that every line is numbered
in sequence and ends with a line symbol. Be sure that data files still adhere to their
proper format.

If you have violated one of the above precautions while working with a program file,
you will receive a DIRECT STATEMENT IN FILE message when you attempt to reload
the program into BASIC.

You cannot use SCRIPSIT to edit files for tape-based BASIC.
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Message: NO MORE ROOM
Possible causes:

A. The text buffer was written to within a few characters of being full. No new text
will be accepted.

B. The opening of a new line would have caused the text buffer to overflow. Even
though the [?][M command shows some free memory left, the new line will not be
opened (see “How SCRIPSIT Uses Blanks”).

C. An exchange instruction required more memory for “work space’ than was
available (see “How SCRIPSIT Uses TRS-80 Memory Space”’).

D. A load was attempted from tape or disk and the entire document would not fit in
the text buffer. If a *‘chain” switch was appended to the load command, any text
previously in the buffer will be kept. Otherwise the buffer will be cleared.

E. An attempt was made to reformat text to a narrower line width, but the
reformatted text would not fit in the buffer (see “How SCRIPSIT Uses TRS-80 Memory
Space”’).

‘Message: INVALID COMMAND
‘Possible causes:

A. The key was pressed with a non-labeled key.

B. A command sequence not recognized by SCRIPSIT was attempted (e.g.,
[CONTROL][Q], [CONTROL] [1]).

C. A syntax error was found in a “special”’ command (e.g., [P] R [N [T [J0J 8] [ [B).

D. An invalid parameter was used in a special command (e.g., [T)[Al [B] (=] (1] (4] [B) ).

Message: BLOCK NOT FOUND
Possible causes:

A. An attempt was made to insert or exchange a non-existent block.
B. Hyphenation was attempted without properly designating the block of text to be

hyphenated. The block must be labeled with a hyphen, and the opening marker must
immediately follow a text boundary marker.

Message: MARKER ERROR
Possible causes:

A. An attempt was made to insert, exchange, delete, or unmark a block that was
opened but not closed. There must be one end marker for each labeled block in text.
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B. Printout was attempted without closing a header, footer, or page number block.

C. Hyphenation was attempted on a block that was opened but not closed.

Message: CURSOR WITHIN BLOCK
Possible cause: An attempt was made to insert a block within itself or exchange two
blocks wherein one contained the other.

Message: TAPE LOADING ERROR
Possible cause: A tape was misloaded. When this error is detected, loading immediately

stops and current text buffer is displayed on the screen. If the “‘chain’’ switch was used,
the buffer will be intact; otherwise it will be cleared.

Message: NO DOCUMENT FILE NAME
Possible cause: The file name for a disk load or save was omitted without having
specified one previously.

Message: NO SEARCH KEY
Possible cause: The search string was omitted in a global find/replace/delete
instruction ([BREAK], then [F], [R], or (D] ) without having specified one previously.

Message: NO REPLACEMENT TEXT
Possible cause: The replacement string was omitted in a global replace instruction

([BREAK], then [R]) without having specified one previously.

Message: LINE TOO LONG

Possible cause: Because “invisible” characters (such as block markers) are not counted
in the 132-character maximum line width, it is possible for the actual length of a line to
exceed 255 characters. In the unlikely event that this should happen, the line will be
formatted to 255 and the excess characters placed on the next line.




The Following Messages Can Occur on Printout Only

Message: FORMAT LINE ERROR
Possible causes:

A. A non-existent format instruction was included in a format line (e.g., [P)[S][=] [6] [6]
or W [= V).

B. A syntax error was committed in a format line (e.g., [P][L[=] [6][6] W [S] =]
or [P][L] (=] (] (6] [6])-

C. Aninvalid parameter was used in a format instruction (e.g., [T) M [=] (@]
or [PI[L] (=] 31 [2] ).

Message: MARGIN FORMAT ERROR
Possible causes:

A. The left-hand margin was specified to be greater than or equal to the right-hand
margin, or the top greater than the bottom.

B. The bottom margin setting is greater than the page length setting.

C. The top and bottom margins were set too narrow for the header and footer to fit
on the page.

Note: Be wary of default settings when changing a single margin parameter without
changing others. For instance, setting the page length to 45 to accommodate smaller
paper will result in this error if the bottom margin remains at its default setting of 60.

Message: PAGE NUMBER OVERFLOW

Possible cause: The incrementing of a page number forced it over 65,535. If a page
number is initialized too large in a format instruction (via [P] [N] (=] [6] (8] (8] [3] (6] or
greater), this message will not occur — rather, the page number will be initialized
incorrectly.

Message: PAGE NUMBER FORMAT ERROR
Possible causes:

A. A page number block contains characters other than “pound” (#) symbols.

B. Not enough “pound” symbols were allotted in a page number block; this created
a line wider than what had been specified.

Message: HEADER OR FOOTER TOO LONG
Possible causes:

A. The formatted length of a header or footer was greater than sixteen lines. This
includes line spaces.
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B. The block end marker for a header or footer was not preceded by a text boundary
marker.

Message: PAGE FORMATTING ERROR

Possible causes:

A. A page format instruction ([T] M , (B] M , V] [C], [P [L], [P)[N], H], or [F]) was
used in a format line that was not located at the start of text, immediately following
a header or footer block, or immediately following a page boundary marker (down
arrow).

B. One of the page format instructions just listed was used to format a header or
footer.

Message: LLINE PRINTER NOT READY

Possible cause: The printer is turned off, deselected (off line), out of paper, improperly
connected to Expansion Interface, or in some other condition that prevents it from
printing. When using a printer connected to the parallel port (the rear left-hand opening
of the Expansion Interface), this message remains on the message line until the problem
is corrected or the [CLEAR | key is pressed. If [CLEAR |is not pressed, printing begins as
soon as the problem is corrected. If the comma-S switch was appended to the Print
command, SCRIPSIT returns to overwrite mode when this error occurs. The Print
command must be re-entered after the problem has been corrected.

Message: RS-232 INTERFACE NOT READY

Possible cause: The comma-S switch was appended to the Print command, and the
Expansion Interface either is not equipped with an RS-232 interface or the RS-232 is
improperly connected.

In addition to the previous messages, there are thirty-nine possible errors that may
occur during disk saves and loads. For probable causes of these messages, refer to
Section 6, pages 12 and 13 of your TRSDOS/DISK BASIC Reference Manual.
Following are explanations of some of the more common disk errors:

Message: FILE NOT IN DIRECTORY
Possible cause: The document name was misspelled or not contained on the diskettes

in the system.

Message: |LLEGAL FILE NAME
Possible cause: The document name did not follow TRSDOS format as outlined in
Section 3, pages 6 through 9 of the TRSDOS/DISK BASIC Reference Manual.

Message: FIILE ACCESS DENIED
Possible cause: The document was saved with a password, and an attempt was made
to recall it without the proper password.

Message: DISK SPACE FULL
Possible cause: There is not enough free space left on the diskette to fit the entire

document.

Message: WRITE PROTECTED DISKETTE
Possible cause: An attempt was made to save a document without removing the write
protection tab from the edge of the diskette.
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The following assembly language routines allow you to customize your copy of
SCRIPSIT to drive a printer which is otherwise incompatible with SCRIPSIT.
There are two routines listed below. Use the first if you have a printer connected
to a parallel port, and the second with a serial port. When executed from DOS,
each routine first loads SCRIPSIT from Disk, makes the necessary modifications
to SCRIPSIT in memory, then jumps to SCRIPSIT’s entry point.

Each routine leaves two openings for you to fill in: initialize the printer and send
a character to the printer. The initialization routine is executed the first time you
request a printout from SCRIPSIT or if you request a printout after halting the
previous one via the[CLEAR] key. SCRIPSIT will still initialize the RS-232
interface according to the switch settings. You need not insert any code between
the second set of asterisks if you have no special initializing to do.

When writing your driver routine for insertion between the first set of asterisks,
keep the following in mind: when SCRIPSIT executes your code, the character to
be sent to the printer will be in register A. Your routine should send the character
to the printer and return to SCRIPSIT with the character still in A and all other
registers intact. Enter the routines into RAM using DEBUG with the DUMP
command from DOS or use the Editor/ Assembler and store the object code to
disk as a command file using TAPEDISK from DOS.

Once you have stored the routine on disk, always type its name instead of
“SCRIPSIT/LC” or “SCRIPSIT/UC”. For example, suppose you store the routine
to disk under the file name “DRIVER/CMD”’. From now on, when you wish to

use SCRIPSIT, boot up the system and when you see DOS READY type the
command DR[TJME]R] . As long as SCRIPSIT is on the same diskette, your program
will load SCRIPSIT, make the necessary modifications, and enter SCRIPSIT.

Following are the routines to modify SCRIPSIT to work with your printer (first
for parallel ports, then serial):

00100 ;THIS ROUTINE LOADS AND MODIFIES SCRIPSIT TO PERMIT
00110 ;USE OF YOUR OWN PARALLEL PRINTER DRIVER

00120 ;

00130 ;I? SHOULD BE LOCATED IN HIGH RAM. THIS EXAMPLE IS
00140 ;LOCATED AT X'BFOO’ FOR A 32K MACHINE.

00150 ;
BFOO 00160 ORG OBFOOH
BFOO 00170 PARLEL EQU 3 ; ENTRY ADDRESS
BFOO E5 00180 PUSH HL
BFO1 2149BF 00190 D HL,SWITCH ; TEST SWITCH FOR 187 CALL
BPO4 34 00200 INC (HL)
BFOS 35 00210 DEC (HL)
BFO6 E1 00220 POP HL
BFO7 203E 00230 JR NZ,DRIVER ;G0 IF NOT 18T CALL
BFO9 114ABF 00240 LD DE,DCBADR ;DE=> FILE SPEC
BFOC CD3044 00250 CALL LOAD ; OPEN AND LOAD SCRIPSIT
BFOF CD2844 00260 CALL CLOSE ; CLOSE COMMAND FILE
BFt2 3E01 00270 D At ;SET SWITCH TO SKIP THIS
BFt14 3249EBF 00280 LD (SWITCH),A ;  CODE ON FUTURE CALLS

65




How to Modify SCRIPSIT for Use With Special Printers (continued)
O

BF17
BF19
BRP1C
BMFP
BF22
BF24
BF27
EF20
BF2C
BF2F
BR32
BF3S
BF38
BF3EB
BF3E
BF41

BF44

BF47

BF47
BF48

BF48

BF49
BP4A
BF55

4430
4428

5200

EFOC
BFOO
BFCO
BFO1

BFO4
BFO5
BFO6
BFO7
BFCY
BFOC
BFOF
BF12
BF14
BF17
BF1©
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3E21

326752
21FFBE
226852
3EC3

323766
3ECD

329ETA
329774
2148EF
224066
2100BF
229F7A
229874
211805
22635F
C30052

C9

Cc9

00
53
03

00290
00300
00310
00320
00330
0340
003560
0C360
00376
00280
GO390
00400
00410
00420
00430
00440
00450
00460
00470
00480
00490
00500
00510
00520
C0530
00540
00550
00560
00570
00580
00590
00600
00610
00620
00630
00640
00650
00660
00670

00680 ;

C0690
00700

RIVER

*
*
*

E T S )
*
*®
*

ot
5
+3

*
%
*

we er wr e e s s s fefren
*
*
*

b
SWITCH
DCBADR

00710

00720
00730
00740
00750
00760

00100
00110
00120
00130
00140

00160
00170
00180
00190
00200
00210
00220
00230
00240
00250
00260
00270
00280
00290
00300

LOAD
CLOSE

’

LD
LD
T
il
™
i
D
-
A
LD
T
A

™
i

iny
LD
LD
Lp
LD
LD

Ty

Ll

JFP

EQU

¥R K K X K X K K X K X X K X X ¥ X ¥ X K X X X

YOUR PARALLEL PRINTER DRIVER GOES HERE.
ENTER AND EXIT WITH CHARACTER IN REGISTER A.

¥ OK K X X X K K R X X X K X XK X X K X X ¥ X X ¥

RET

EQU

* K K K K K X X X X K K X R K X X X K ¥ X X X ¥

IF YOU HAVE A SPECIAL INITIALIZATION
ROUTINE, PUT IT HERE.

¥R K XK X XK X X X K X XK X X X X X X ¥ X ¥ X X ¥

RET

DEFB
DEFM
DEFB

EQU
EQU

END

A,21H
(5267H),A

HL,PARLEL-1

(5268H) ,HL
A,0C3H
(66%FH), A
4,0CDH
(TA9EH) , A
(7TA9TH) , A
EL,INIT
{6640H) ,HL
HL,PARLEL
(7A9FH) ,HL
(7A98H),HL
HL,0518H
(5F63H),HL
5200H

$

$

0
"SCRIPSIT/LC!

3

4420H
4428H

PARLEL

; PATCH SCRIPSIT
;  TOC PROTECT
;  THIS DRIVER

; PATCH SCRIPSIT TO EXECUTE
;  YOUR INIT. ROUTINE

; PATCH SCRIPSIT T0 EXECUTE
;  YOUR DRIVER RCUTIRES

; ADDRESS OF YOUR INITIAL-
;  IZATION ROUTIKE

; ADDRESS OF YOUR DRIVER

;  ROUTINE

; PATCH SCRIPSIT TO BKIP
;  'PRINTER READY' TEST
; ENTER SCRIPSIT

* ok ok ok Kk K

* K ok ok K K

;OR USE 'SCRIPSIT/UC!
sMARK END OF FILESPEC

;CALL DCS TO LOAD FILE
; CALL DOS T0O CLOSE FILE

; THIS ROUTINE LOADS AND MODIFIES SCRIPSIT TO PERMIT
;USE OF YOUR OWN SERIAL PRINTER DRIVER

;IT SHOULD BE LOCATED IN HIGH RAM.
; LOCATED AT X'BFOO'

00150 3

’

SERIAL

CRG
EQU
PUSH
i
INC
DEC
POP
JR
LD
CALL
CALL
LD
b
iny
LD

OBFOOH

$

HL
HL,SWITCH
(HL)

(HL)

HL
NZ,DRIVER
DE,DCEADR
LOAD
CLOSE

A1
(SWITCH},A
4,21H
(526TH), A

THIS EXAMPLE IS

FCR A 32K MACHINE.

; ENTRY ADDRESS
; PEST SWITCH FOR 187 CALL

;G0 IF NOT 18T CALL

;DE=> FILE BPEC

;OPEN AND LOAD SCRIPSIT

; CLOSE COMMAND FILE

;SET SWITCH TC SKIP THIS
CODE ON FUTURE CALLS

3 PATCH SCRIPSIT

;  TO PROTECT




How to Modify SCRIPSIT for Use With Special Printers continued)
0G0 —

BFI1C Z1FFEE C0310 D HL,SERIAL~-1 ;  THIS DRIVER

BF1TF 226852 00220 LD (5268H),HL

BF22 3EC3 00330 LD A,0C3H ;s PATCH SCRIPSIT 70 EXECUTE

BF24 32%0k6 00340 D (66%9H),4 s YOUR INIT. ROUTINE

BF27 32565F 00350 LD {5FS6H), A ;s AND DRIVER ROUTINE

BFZA Z1%DEF 00360 ins HL,INIT ;s ADDRESS COF YOUR INITIAL-

BF2D 223466 00370 LD (663AH) ,HL s IZATION ROUTINE

BF%0 2100RF 00380 LD HL,3ERIAL ;s ADDRESS OF YOUR DRIVER

BF33 22575F 00390 pny (5F57H),HL 5 ROUTINE

BFZE 030052 Q0400 JF 52000 sENTER SCRIPSIT
C0410

EF39 00420 DRIVER EQU $

BF39 08 C0430 B AF AP ;GET CHARACTER INTO A
CO440 . ; :
00460 *
co470 YOUR PARALLEL PRINTER DRIVER GOES HERE. *
0480 ; ENTER AND EXIT WITH CHARACTER IN REGISTER A. *
C0490 ; *
OOSOO;***-)(-*****-)(—-)(—*****************
G0B10

BFZA C3T745F 00520 JFP 5F74H ;GO BACK TO SCRIPSIT
G0530C ;

BF3D 00540 INIT EQU $

BF3D ZECH 00550 LD A1 ;s SET SCRIPSIT SWITCH FOR

BF3F 32627C 00560 LD (7C62H),A ;  PRINTER INITIALIZATION
00590 ; *
00600 ; IF YOU HAVE A SPECIAL INITIALIZATION *
00610 ; ROUTINE, PUT IT HERE. *
00620 ; : *
00630;********************-)(-****-)(--)(--)(-
00640 ;

EF42 C9 COE50 RET
00660 ; ‘

BF43 00 00670 SWITCH DEFB le] .

BR44 53 00680 DCEADR DEFM 'SCRIPSIT/LC! ;OR USE 'SCRIPSIT/UC!

EF4F 03 00690 DEFE 3 s MARK END COF PILESPEC
CO700

4430 00710 LOAD EQU 4430H ;CALL DOS TO LOAD FILE

4428 ggz;a CLOSE EQU 4428H ;CALL DCS TO CLOSE FILE

0 3
5200 00740 END SERIAL
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IMPORTANT NOTICE

ALL RADIO SHACK COMPUTER PROGRAMS ARE LICENSED ON AN
“AS IS" BASIS WITHOUT WARRANTY.

Radio Shack shall have no liability or responsibility to customer or any
other person or entity with respect to any liability, loss ordamage caused
or alleged to be caused directly or indirectly by computer equipment or
programs sold by Radio Shack, including but not limited to any interrup-
tion of service, loss of business or anticipatory profits or consequential
damages resulting from the use or operation of such computer or
computer programs.

NOTE: Good data processing procedure dictates that the user test the
program, run and test sample sets of data, and run the systemin
parallel with the system previously in use for a period of time
adequate to insure that results of operation of the computer or
program are satisfactory.

RADIO SHACK SOFTWARE LICENSE

A. Radio Shack grants to CUSTOMER a non-exclusive, paid up license to
use on CUSTOMER'S computer the Radio Shack computer software
received. Title to the media on which the software is recorded (cassette
and/or disk) or stored (ROM) is transferred to the CUSTOMER, but not
title to the software.

B. In consideration for this license, CUSTOMER shall not reproduce
copies of Radio Shack software except to reproduce the number of copies
required for use on CUSTOMER'S computer (if the software allows a
backup copy to be made), and shall include Radio Shack's copyright
notice on all copies of software reproduced in whole or in part.

C. CUSTOMER may resell Radio Shack’s system and applications soft-
ware (modified or not, in whole or in part), provided CUSTOMER has
purchased one copy of the software for each one resold. The provisions
of this software License (paragraphs A, B, and C) shall also be applicable
to third parties purchasing such software from CUSTOMER.

| T |

RADIO SHACK IC A DIVISION OF TANDY CORPORATION

U.S.A.: FORT WORTH, TEXAS 76102
CANADA: BARRIE, ONTARIO L4M 4W5

TANDY CORPORATION

AUSTRALIA BELGIUM UK.
286-316 VICTORIA ROAD PARC INDUSTRIEL DE NANINNE BILSTON ROAD WEDNESBURY
RYDALMERE, NSW. 2116 5140 MANINNE WEST MIDLANDS WS10 7N

PRINTED IN U.S.A.
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