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TECHNICAL BULLETIN 

----------- TRS-80 ® 

COPYRIGHT 1984 TB 200:1 

DATE: March 4, 1985 

REVISION DATE: March 4, 1985 

BULLETIN NO.: 200:1 

PRODUCT: 26-3860 (Mode 1 200) 

SUBASSEMBLY: Main Logic PCB 

PURPOSE: To describe memory upgrade and checkout procedure. 

DISCUSSION: 

The Model 200 has the capacity to handle up to 72k of RAM. However, to 
see the additional memory after the upgrade is installed, one must use 
the RAM bank select function. 

PROCEDURE: 

Note: To perform any memory upgrade, first turn the memory power switch 
(located on the back of the Model 200) to the "off" position. Do not turn 
the memory power or the main power switches back on until the upgrade is 
completed. 

To bring the Model 200 up to 48k, install the RAM option kit (cat. no. 
26-3866) in the first option RAM position. To bring the Model 200 up to 
72k, install two RAM upgrade kits, one each in RAM option positions one 
and two. 

To check the system out, turn the memory power and main power switches 
on. On the LCD, a menu screen should be displayed. In the upper right 
hand corner of the display, next to the Microsoft logo, should be a pound 
sign followed by a single digit number (for example, "#1"). The first 
bank of 24k is denoted as #1, the second bank as #2, and the third bank 
as #3. To determine whether the Model 200 sees the additional memory, use 
the "Fl" or "TAB" key to switch banks. As you press either key, the 
memory bank number should increment by one until the third bank is 
reached, whereupon it will return to the first memory bank. For the 
amount of free RAM in each bank upon startup, you should see the message 
"19590 Bytes Free" displayed in the lower right hand corner of the screen. 
For a thorough memory test, the diagnostics should be run on each bank 
of RAM. 
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DATF. : March 14 ' 1985 

RE VI SIO N DATE: Mar c h 14' 1985 

BULLETIN NO. : 200:2 

PRODUCT: 26 - 3860 (Tandy 200) 

SUBAS SEM BLY: AXX- 7103 Ni cad Upg rade Kit 

PURPOSE: To describe in s t a l lation a nd removal proc e dures fo r n icad 
upgrade . 

DISCUSSION: 

An option to allow the us e of rechargable ni cad batt e ries is avai l a bl e for 
the Tand y 200 . Installation and removal procedures are out l i ned be low. 

PROCEDURE : 

Note : The customer should be advised that this modification allows only 
the use o f n i cad batteries i n the Tandy 200. I f the customer should 
dec i de to go back to the use o f non-rec hargable batter i es, the 
mod i fication f or the use of nicad cells will have t o be removed. Both 
procedures are outlined below. 

To install n icad bat t erie s : 

Turn the Tandy 200 over onto its top side . Turn t he memory powe r s witch 
to the " off " po s itio n; remove any ex i sting batteries by opening the 
ba ttery hat c h cover and extracting the cel l s . Remove t he four (4) screws 
holding the front cove r to the back cover . One i s present in eac h cor ner 
of the back case . Gently r emove the top cover by springing the fingers 
l ocated on the s ides and the fro n t of the ma c hine . Carefull y detach the 
s hor t spectra str ip connec ting the LCD display unit t o the main CPU board . 
Set the top of the ma chine t o one side . 

Move the keyboard so tha t the insulator and board s located below it are 
exposed . The boar ct t:o he modif i e d is the opt i on RAM/ROM board; thi s board 
can be id e ~tifi e d by the t nr ee empty socke ts pr e sent on it . 
o p t ion RAM/ROM board , geD. t l;· spr ing the two fi ngers t10lding 
a nd detach th e s pe ct r a str ip and cabl e co nne c ted t o it . 

---------1tad1e lhaek 
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-----------TRS-BO ® 

Towards one end of the option RAM/ROM board is an empty switch position 
with two silk-screened lines connecting two pairs of feedthroughs. There 
will be a silk-screened "Ni-Cd" in the immediate area. Using the wire 
provided in the upgrade kit, connect the pairs of feedthroughs indicated 
by the white silk-screened lines. 

Reassemble the computer in the reverse order of the disassembly steps. 
Install the nicad batteries in the battery compartment. Using a punch, 
open the pre-stamped screw opening in the battery hatch cover. Install 
the battery hatch cover and screw it down using the screw supplied in the 
kit. Install the orange warning sticker over the screw. 

Charge the batteries by attaching a DC power adapter to the computer; 
after they are charged, turn the memory power on. Check to see that the 
computer functions correctly using both the DC adapter and battery power 
only. 

To remove nicads and convert back to alkaline cells: 

Turn the memory power off. Disassemble the machine as outlined above. 
Remove the two wire jumpers installed on the empty switch position on the 
option RAM/ROM board (they will be installed near the silk-screened 
"Ni-Cd"). Re-assemble the machine and install alkaline cells. Remove the 
warning sticker from the battery hatch cover. After turning the memory 
power back on, check to see that the computer functions correctly using 
both the DC adapter and battery power only. 
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DATE: August 5' 1986 

REVISION DATE: August 5' 1986 

BULLETIN NO: 2r/Jr/J: 3 

PRODUCT: 26-386(/J Tandy 2r/Jr/J 

SUBASSEMBLY: AX-95r/J5 Memory board 

SUBASSEMBLY REVISION: All 

PURPOSE: To keep the comput er from locking up after AC power 1s lost with 
the Ni-Cad upgrade installed. 

DISCUSSION: 

A problem has shown up while using the Tandy 2r/Jr/J with the Ni-Cad upgrade and 
an AC adapter. If AC power is lost and the customer pushes the ON/OFF button 
before removing the adapter plug from the computer, the unit will lock up 
tight even if he later removes the adapter plug. This problem can be 
correc ted by install ing a 1N914 diode between the Ni-Cad batteries and the AC 
source. 

PROCEDURE: 

On the memory board of the computer, two jumpers were installed during the 
Ni-Cad upgrade (J3r/Ji and J3r/J2). Refering to figure 1 of the Memory PCB, 
remove the jumper wir e J3r/J2 and in its place install a 1N914 diode. Note the 
prope r orientat ion of the diode, the cathode (banded) end s hould be near the 
silks c reen J3r/J2 labe l. Because of the spac e restrictions, trim the diode 
l e ads short and check fo r any solder or wire shorts. 

Figure 2 is the power supply section of the main pcb. It shows the schematic 
change involved with this procedure. 

Chec k for prope r operation using the AC adapter and the n the Ni -Cad batteries 
alone .. 

lN914 diode National Parts # DX- r/Jr/Jlr/J 

TB 2r/Jr/J: 3 
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Figure 1. Memory PCB. 

Figure 2 . Power Supply Section of Main PCB. 
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