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Specifications 
PrintSpeed 
Character types 

Character styles 
available 

Character Sets 

Paperfeed 

Input 

Dimensions 
Weight 
Power Supply 

Your local dealer: 

100 cps bidirectional 
7 x 9 matrix characters 
8 x 8 matrix graphic characters 
Bit image printing to 8 x 1,275 dots 
perline 
96 characters 
64 graphic patterns 
Compressed font 17 CPI 
136 Char/line 
Double Compressed 8.5 CPI 
68 Char /line 
Pica lOCPI 
80 Char /line 
Double Pica 5 CPI 
40 Char/line 
Elite 12 CPI 
96 Char /line 
Double Elite 6 CPI 
48 Char /line 
Bold printing and underline 
available on all fonts. 
6 European character sets, 
including a UK£ sign. 
Forward and reverse feed of 4.5" 
to 9.5" sprocket punched - roll or 
single sheet paper 
Pin or friction feed 
8 bit parallel. Centronics 
compatible 
398W x 285D x 12 IH 
5.5 Kg packed 
240V 50 Hz@ 180W 

Sole Importers: Lowe Electronics, Chesterfield Road, Matlock, Derbyshire DE4 SLE. Toi: 0029 4995. Tulex: 377482 l.owlec G. 
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