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The CTR•80A Is specially designed lor stori119 your TRS-80 µruy'""'" a 111J 
data. 11 can also be used as a high-quality Portable recorder. 
Special featurff include: • • Simple connection to TRS-80 cassette jack (cable supplied) 

• Allows TRS-80 to control tape motion while loading or sasing programs 
and data. 

• Fast-forward and rewind functions are independent of the TRS-80 - to tel 
you quickly posijion tape lo desired sections. 

• LED 1naIca1or llgnts up curing lnpuVouIµuI o(Jerations (alsu) cJuri1111 
fast-forward and rewind . 

• Adjustable playback volume to suil the inpUt requirements ol your TRS-80 
computer. 

• Buill-in Automatic Level Control (ALC) assures correct record level - you 
don't hove to adju3t during output to csc-cette. 

Additional leature1 you'll appreciate if you uae the unit for aound, Yoic:e 
or music recordings; 
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• Battery operation for convenient portable use. 
• Au tomatic shut-off at end of tape during p lay or record - saves wear on 

recorder, batteries, and tape. 
• During battery operation. LED lndicaIor shows battery condition. 

WARNING : TO PREVENT FIRE OR SHOCK 
HAZARD, DO NOT EXPOSE THIS APPLIANCE 
TO RAIN OR MOISTURE 

CONTROLS AND CONNECTIONS 
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f igure 1. Caaaette Unit and Computer Cable . 

• 1. AC Power. Connec1 AC cord here. 
2 . DC 8V power. For use wi1h au10 etc. Allows connection 10 6V DC power 

supply (not recommended for computer use). 
3. EARphone. Output from tape to computer. Connect black mini plug (18) 

on oompu1er ceble. 
4. AUXiliory input. Input from computer to tape. Co111 1ec1 y1~y mini plug 

( 19) on computer cable. 

5. REMote control and MICrophone. Allowe computar to oontrol tape 
motion during tape input/output (record/play). Connect gray sub mini 
plug (20) to REM jack. Other jack is tor non-computer use with a remote 
microphone. Leave empty for oompu1or vse. 

6. VOLUME. Controls level of output trom tape to computer. Use the level 
recommended in your Computer Owner's Manual. 

7. Cassette compartment. 

8. Built-in condenser microphone. For sound/voice/music recordings. 
M1cropnone Is disabled when the unit is connected to the TRS-80. 

9. RECORD. Press together with PLAY before starting to save program or 
data. Tape motion will bo computer-con11olled. 

10. REWIND. Press down tor rapid rewind (not contrOlled by computer). 
11. PLAY. Press down before stanino 10 loan p,ogram or Input data into 

computer. Tape motion will be computer-controlled. 

12. FAST-Forward. Press down for rapid tape advance (not contrOlled by 
computer). 

13. STOP. Press down aher completion ol tape opera1lon. 
14. EJeCT. P1ess tlown to eject cassette. Always press STOP first. . 15. RECORD/BATTERY. Lights up during tape operations. 
16. Tope counter. Help3 you position tape to desired program or data til~. 

Press button to reset the counter. 
17. Computer cassette plug. Connect to TAPE output on compuler. 

18. Tape output plug. Connect to EARjack on cassette unit. 

t9. Tape input p1ug. Connect to AUX jack on cassette unit. 
20. Tape control plug. Connect to REM jack on cassette unit. 
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PREPARATION FOR 
USE WITH THE TRS-80 

Using lhe computer cable s~pplied. connect the cassette unit to you~ 
computer's TAPE Jack. The r,ve-pin DIN plug (17) goes ro the computer; the 
remaining three plugs (18) (19) (20) go to the cassette unit, as explained in 
Figure 1 on page 3. 
The unit should be STOPped - pre>s STOP lo be >ure i1 i>. 
Connect one end ol the AC power cord to the AC IN of the recorder, plug 
other end into a convenient 120V outlet {220/240V AC 50 Hz ou11et where the 
sets are so marked on the bottom for European and Australian models). Con
necting the cord to the set automatically disconnects !he internal battery 
circuit Never ler1ve the r.orrt phlOOP.rl in1n ;:in AG outtP.t whP.n U i~ nnt oon .. 
nected to the recorder. 

FOR NON-COMPUTER USE 
Do not use the computer cable. For AC operation, connecf the AC power 
cord as described prev!ously. 

USE WITH BATTERIES 
{not recommended tor computer use) 
INSTALLING BATTERIES: Your recorder requires four {4} "C" size 1- 1/ 2 
volt batteries. To load batteries, turn the recorder over and open the battery 
compartment cover. Insert banenes as indicated within compartment, then 
close the cover. 

• 
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BATTERY CONDITION: The BATTl!RY/Rl!C0RD LEO indicates the 
condition ol the batteries. When you press the PLAY button, if the LEO l ights 

A,rightty, the batteries are 01(; if it doe3 no1 light (or light3 onty dimly), it io time 
'Wlor new batteries. We recommend Radio Shack Catalog Number 23-581 or 

23-551. 

DC sv JACK: You can conserve battery power oy using an external source 
ol 6 volts DC connected to this jack. 

OPERATION WITH THE TRS-80 
For saving your own programs and data, we recommend you use Radio 
Shack C -20 Certified Cascettec (26-301 ). Thece caceettec ore tooderlecc (tho 
entire taoe can store information) and individually iested for reliablilty, 
For recording your own programs and data, it's important to start with a blank 
tape. Unless the tape is new. you should erase the tape before saving new 
informanon on it. Radio Shack sells a bulk eraser (Catalog Number 44-2 10) 
that doos the job quickly and 9ffoctiv9ly. 

INSERTING THE CASSETTE 
Prtt~ lllt STOP kf:ty, u,en µrt::tss EJ~CT lo OJ,Jt:Ul lhtt (,;ijSSetl~ compar11 1,enl. 
Hold the cassette wrth the side 10 be played or recorded up and the open rape 
side toward you. Close the lid. Press REWIND and let the cassette rewind all 
the way to the beginning. When the tape has stopped, press STOP again to 
Iurn off tne drive motor. 
To 1t!111Uv~ U1t:! c&ssttlle. µ 1t:!ss STOP, U1ttn EJECT. Tuµlc:1.y u11t:N.;uHJ on lht:, 
other side. turn the cassette over so the Other label side is up and the tape 
opening is still toward you. Re-insert the cassette and close the lid. 

,-OADING A PROGRAM OR DATA FILE FROM TAPE 
•· 1. Set lhe volurne 10 the correct level for your computer (see the comp111er 

owner's manual for details). If you have trouble loading programs or 
inputting data, try adjusting the volume. 

2. Oe sure the tap~ io pooitioned 10 just before 1he start of the recorded 
program or data. Usually, this means the tape should be rewound all the 
way (or posilioned using lhe counter. as explained in trre Note later on). 

3. Be1ore the computer is ready to load lhe program or input lhe data, press 
PLAY on lhe recorder. The compu1er will control !he lape motion. While 
1he computer is actuaJly receiving data from the recorder. the LEO will be 
lit. 

4. When the computer has compleled the tape operation, press STOP. 

SAVING A PROGRAM OR DATA FILE ON TAPE 
1. Insert a blank (new or bulk-erased) tape, and rewind it 101he beginning of 

the Iape (if using tape with a leader, be sure 10 advance it past lhe leader 10 
the beginning o1 the recording tape). 
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2. Before lhe computer is ready 10 save the program or data, press 
RECORD and PLAY together. Both keys Should remain "down". 
You do no1 noed to odju3t the volume :ict1ingi the cassette unit does tha .. 
automatically during record operations. 

3 You can now save the program or data In tape. The computer will turn the 
tape on and o!I as necessary to complete the operation. 

4. When the operation is complete, press STOP on the recorder. 
Noto: It i3 pos.sible to re-cord t.vo or more programs or date: filos on one side 
of a tape. However, this takes a iittle extra care and attention on your pan. 
First rewind the tape and rese1 the tape counter. Then keep a wrttten account 
ol the counter reading where each program or data file stans. 
When you are ready to load in a particular program or data tile, rewind the 
tap,9, reset the counter, then u$-$ fast. forward or rGwlnd to position the tape to 
just ahead (one digit) of the desired tape section. 

OTHER USES FOR THE RECORDER 
Tne CTA-80A will also serve as an excellent general -purpose recorder. 
Operation ,s quite similar lo that described above, only the unit is not con
nected to the TRS -80, and is totally under manual conlrOI. 

TO PLAYBACK 
I. Rewind the tape by pre~ing the REWIND key. 
2. Press lhe STOP key when you reach 1hat section of lhe tape you wisll to 

play. 
3. Press lhe PLAY key and adjust the VOLUME control for the desired 

sound level from the speaker. 
4 To stop playback, press the STOP key. If you want. let the tape play to 

the end and the unit w,11 automatically shut olf lhe power. 
5. When playing back a recorded tape, make sure the RECORD key is no'9' 

J)1t1~~eo, olli1:1w~t! lht:1 1ec;<..11t.l t:!<.J l~ will be erased. 
6. For private listening, connect the earphone 10 the EARphone jack on lhe 

side of the recorder. 

TO RECORD 
RECORDING WITH BUILT-IN CDNDl!:NSER MICROPHONE: 

I. Press lhe RECORD and PLAY keys simultaneously and recording will 
slart. 

2. During recording. a built-in Automatic Level control (ALC) clrcurt 
automatically sets the proper recording level. 

3. The built-in condenser microphone is highly sensitive and will pick up 
suu11d hu111 p1cu,;ltt:c:1Uy c:my disumce In 21 normal size room. 

4. Al the completion ol the recording press the STOP key. II the end of !he 
!ape is reached whi!e recording, the uni! will shut off automalically. 

5. As you record, !he BATTERY/RECORD LED will llash with peaks of 
sound. This will remind you that you are recording. 
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RECORDING WITH EXTERNAL MICROPHONE: 
Connect an op1ional microphone to the REMote/MICrophOne Jacks, this 

A utomatically diO-CoJ\nootc tho built-in microphone. R:ecotding procedures 
~ e the same as for recording with the buih-in microphone. Use the remote 

swi1ch on the mlcrophone to temporarily stop recording. 

RECORDING FROM RADIO OR PHONOGRAPH: 
1. Connect signal from the external source into 1he AUX Jack (use a suitable 

patch cord with proper plug). 
2. Set the Volume control of the external sound source to a normal listening 

level. 
3. Follow the instructions noted above. 
NOTE: When both MIC and AUX jacks are connected, only MIC jack is 
functional. 

REWIND AND FAST-FORWARD KEYS 
1. To rewind tape, press the REWIND key. 
2. To move tape rapidly in a forward direction, press the FAST-Forward key. 
0. IN either ease, to 3top tope travel, prooo tho STOP koy. 

TO ERASE TAPE 
Io change recordings, merely recoro over tile old recording. Th~ old 
recording will automatically be erased and the new one put on the tape. If you 
do want 10 erase a cassette. or just a portion of a recording. inserl the special 
Dummy Plug (provided) into the MIC jack. Then, operate the CTR 80A jus1 as 
though you were recording. As lhe tape moves, tt will be erased clean (no 
sound pick up trom Mic when u-$ing thi~ Dummy Plug) . 

• a:a:xxc, ==1...____]Ilil] 
l)1,1mmy t'lu,g 
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ACCIDENTAL ERASURE PREVENTION 
Cassenes have a built-in device to automatically prevent erasure of a prevloua, 
recording. It io a cmall ptactic bb at tho book of tho caeootto. To eotiva.te th• 
erase-pro1ec1 feature. break off the plas11c lab with a screwdriver. 
There is a tab f0< each si<le: be sure you break off the correct cab. If you oo 
want to recoro again on tnat cassette, pul a piece ot tape over tne hole wnere 
you broke olf the tab. 
CAUTION: If yov h3vo o caccorto with tho to.be b rokon oft, don't try to toroo 
the RECOR D key down. You can damage a part of the mechanism. 

Fv1 SIOC 
Plastic Tab 

MAINTENANCE 
To keep your recorder perfoming up to its capabilities as a data storage 
device, tt is very important that you clean the head and capstan regularly. The 
actual time intorval between maintenance depends on how mvch you o~oi lhti 
unit. II you begin having trouble loading data or programs, it's probably lim• 
10 give lhe unit a 1norough cleaning. As a general rule. clean the unit every t 69 
20 hours of operation. 
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CLEANING PROCEDURE 
With bauertes and cassette removed, and with cassette lid up, press down the 

~ LAY key, exposing the erase and record heads and 1he rubber drive wheel, 
• ;lean these points, using a cotton swab moistened wilh denatured alcohol 

(not rubbing alcohol) or wilh a special head cleaning fluid, Your Radio Shack 
storo hac thoso items:. After cloaning, bo sure to pre&& tho STOP koy, co that 
these parts may return to their normal operating position for cassette loading. 
For easy cleaning, we recommend our Cassette Head Cleaning Cartridge. 
caratog Number 44 •11 60. 

Demagnetizing lhe Heads 
You should also demagnetize the heads periodically. Aga.in, how often 
depends on how much you use the unit. We suggest that you demagnetize 
1he head after every 10-20 hours of ope1ation. 

FO< this operation. you'll need lhe Radio Shack Tape Head Demagnelizer. 
Cat•loy NumlJer 44-211 . 

• 
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LIMITED WARRANTY 
For a l)eriOd of 90 days horn the due of delivery, Radio Shack wa,. 
rants to 1he original purch,aser tha1 the compute, hardware described 
herein snau ne fret from oe1ec1s In matetial aoa v.'Orkmanship unoer 
normal use and service, Thi$ warranty is o nly applicable to purchase$ 
from Radio Shack company•owned ,etall outlets and throu!Jl duly 
authomM tranch1$i&t$ anct dealer$, The warrantv shall be v01d , f this 
unit's cawi or c:.ab1ntt is opened or if the unit k altered or modified, 
During th is period, if a detect 1hould oecur, lhe p roduct must be re• 
tu med to a HadM) snack; store or oealer tor repair, ano proot 01 pur• 
chase must be presented. Putchaser's sole 3M exctusive ,ome<tv in 1he 
event or detect is expressly t,mlted to the corre,euon of the defect by 
adJustment, repair or replacement at ~ad10 $hack·s e-1ect1on aoo sole 
e)(~; except me,e shall e,e no obligarion to replace or rf!J)air ifems 
which b'{ their nature are- e,cpendable. No representatioo Of other aff1r• 
mat,on 01 tact. 1nc1uc11n9, out not llmheo to. statements regaroin9 
capacity, suitabilitv for use, or perto,m¥1Ce of lhe eQUipment, shall 
be or be deemeo to be a warranty or reP<t~ntation by Radio Shack, 
tor any pvrpo sie, nor give rlse to any tlability or Ol)liga1ion of Radio 
Shac:k wtlalsoever. 

tXCtt'i AS Sf> ECIFICALLY PROVIDED IN THIS AGREEMENT, 
THERE ARE NO OTHER IVARRAN11ES, EXPR ESS OR lj,1PLIEO, 
INCLUOING, 8UT NOT LIMITED TO, ANY IMPLIED WARRAN• 
I ltS UF MEKCHANTABIU TY OR f l1 NESS FO R A PARTICULAR 
PURPOSE ANO IN NO EVENT SHALL RADIO SHACK BE LIABLE 
FOR LOSS OF PROFITS OR BENEFITS, INOIRECT, SPECIAL, 
CUNStOUENT IAL OR OTHER S IMI LAR OAMAGESARtSING OUT 
OF ANY BREACH OF THIS WARRANTY OR OTHERWISE. 

RADIO SHACK 11 A DIVISION OF TANDY CORPORATION 

U.S.A.: FORT WORTH, TEXAS 76102 
CANADA: BARRIE, ONTARIO L4M 4W5 

AUSTRAi.iA 

280.:.116 VfCfORIA ROAO 
RYOAl MERE. N.S.W 211& 
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