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TERMS AND CONDITIONS OF SALE AND LICENSE OF RADIO SHACK COMPUTER EQUIPMENT AND SOFTWARE
PUACHASED FROM A RADIO SHACK COMPANY-OWNED COMPUTER CENTER. RETAIL STORE OR FROM A
RADIO SHACK FRANCHISEE OR DEALER AT ITS AUTHORIZED LOCATION

CUSTOMER OBLIGATIONS LIMITED WARRANTY

A

CUSTOMER assumes full responstility that thus Radio Shack computer hardware purchased (the “Equipment ). and any copies o! Radio
Shack software included with the Equipment or licensed separately (the “'Software ') meels the specifications. capacity. capabilities
versatiity . and other requirements of CUSTOMER )

CUSTOMER assumes lult responsibiiity lor the condition and eflectiveness of the operating emvironment in which the Equipment and Software
are to funchion, and lor 11s instaliabon

RADIO SHACK LIMITED WARRANTIES AND CONDITIONS OF SALE

A

For a peniod of ninety (901 calendar days from the date of the Radwo Shack sales document received upon purchase of the Equipment. RADIO
SHACK warrants 1o the onginal CUSTOMER that the Equipment and the medium upon which the Software 15 stored is free from manufacturing

delects THIS WARRANTY IS ONLY APPLICABLE TO PURCHASES OF RADIO SHACK EQUIPMENT BY THE ORIGINAL CUSTOMER FROM
RADIO SHACK COMPANY-OWNED COMPUTER CENTERS, RETAIL STORES AND FROM RADID SHACK FRANCHISEES AND DEALERS AT ITS
AUTHORIZED LOCATION The warranty is void if the Equipment’s case of cabwnet has been opened. or if the Equipment or Software has been
subjected to improper or abnormal use |If a manufactunng defect is discovered during the stated warranty period. the defective Equipment
must be returned 1o a Radio Shack Computer Center, a Radio Shack retail store. participating Raco Shack franchisee or Radio Shack dealer
for repair, along with a copy of the sales document or lease agreement The ofignal CUSTOMER'S sole and exciusive remedy in the event of
a defect is hmited to the correction of the defect by reparr, replacement. or refund of the purchase price. at RADIO SHACK'S election and sole
expense RADIO SHACK has no obligation 10 replace or repair expendable tems

RADIQ SHACK makes no warranty as 10 the design. capabiity. capacity, or suitability for use of the Software except as provided in this
paragraph Software 1s licensed on an AS IS basis. without warranty The onginal CUSTOMER'S exciusive remedy. in the event of a
Software manufacturing defect. s its repair or replacement within thirty (30) calendar days ol the date of the Radio Shack sales document
recerved upon license of the Software The defective Software shall be returned to a Radio Shack Computer Center. 2 Racio Shack retail store
participating Radio Shack franchisee or Radio Shack dealer along with the sales document

Except as provided herein no employee agent franchisee dealer or other person i1s authorized 1o give any warranties of any nature on benalf
of RADIO SHACK

Except as provided herern RADIO SHACK MAKES NO WARRANTIES. INCLUDING WARRANTIES OF MERCHANTABILITY OR FITNESS FOR A
PARTICULAR PURPOSE.

Some states do nol allow imitalions on now long an implied warranty lasts. so the above imitation(s! may not apply to CUSTOMER

. LIMITATION OF LIABILITY

A

EXCEPT AS PROVIDED HEREIN, RADIO SHACK SHALL HAVE NO LIABILITY OR RESPONSIBILITY TO CUSTOMER OR ANY OTHER PERSON
OR ENTITY WITH RESPECT TO ANY LIABILITY, LOSS OR DAMAGE CAUSED OR ALLEGED TO BE CAUSED DIRECTLY OR INDIRECTLY BY
EQUIPMENT ' OR “SOFTWARE ~ SOLD. LEASED. LICENSED OR FURNISHED BY RADIO SHACK, INGLUDING. BUT NOT LIMITED TO ANY
INTERRUPTION OF SERVICE. LOSS OF BUSINESS DR ANTICIPATOARY PROFITS OR CONSEQUENTIAL DAMAGES RESULTING FROM THE
USE OR OPERATION OF THE EQUIPMENT  OR "SOFTWARE  IN NO EVENT SHALL RADIO SHACK BE LIABLE FOR LOSS OF PROFITS. OR
ANY INDIRECT. SPECIAL. OR CONSEQUENTIAL DAMAGES ARISING QUT OF ANY BREACH OF THIS WARRANTY OR IN ANY MANNER
ARISING QUT OF DR CONNECTED WITH THE SALE LEASE LICENSE. USE OR ANTICIPATED USE OF THE 'EQUIPMENT OR SOFTWARE
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NOTWITHSTANDING THE ABOVE LIMITATIONS AND WARRANTIES RADIO SHACK S LIABILITY HERELNDER FOR DAMAGES INCURRED BY
CUSOTDMER OR QTHERS SHALL NOT EXCEED THE AMOUNT PAID BY CUSTOMER FOA THE PARTICULAR EQUIPMENT (OR SOFTWARE
INVOLVED

RADIO SHACK shall not be liable for any damages caused by delay in delivering of furmshing Equipment and or Software

No action ansing out of any claimed breach of this Warranty or fransactions ynder this Warranty may be brougnt more 1han two (2] ye
after the cause of action has accrued or more than tour (4] years aher the date of the Radio Shack saies document for the Equipmen
Software whichever first occurs

Some states do not allow the imitation or exclusion of ncidental ot conseguential damages so the above IMdation(s) or exciusOnIs 1 May
not apply to CUSTOMER

RADID SHACK SOFTWARE LICENSE
RADIQ SHACK grants to CUSTOMER a non-exclusive pa:d-up license lo use the RADIO SHACK Software on one computar subiect to the fallowing

provisions

A Except as otherwise provided in this Software License applicable copyright laws shail apply 1o the Software

8 Title to the medium on which the Software 1 recordec (cassetle and or diskette) or stored (ROM) s transterred to CUSTOMER but not 1tie to
tne Software

& CUSTOMER may use Software on one host computer and access that Software through one or mare terminals f the Software permits this
lunction

D CUSTOMER shall not use. make manulacture. or teproduce copies ol Software except lor use on one computer and as 1s specihically
prowided in this Software License Customer is expressily prohibided from disassembling the Software

E CUSTOMER s permitted 1o make additional copies of the Software only for backup or archival purposes of if additionai copies are tequired in
the operation of one camputer with the Software. but only 1o the extent the Software allows a backup copy t0 be made However for
TRSDOS Sottware. CUSTOMER 15 permitted to make a imiteg number of additional copies for CUSTOMER § awn use

F CUSTOMER may resell or distribute unmoditied copies of the Sottware provided CUSTOMER has purchased one copy of the Software for ach
one sold or distributed The prowisions of this Sottware License snall also be applicable o third parties recewving copes of the Software from
CUSTOMER

G All copyright notices shall be tetained on all copies of the Sohtware

APPLICABILITY OF WARRANTY

A The terms and conditions of this Warranty are applicable as between RADIQ SHACK ang CUSTOMER 1o eitner a sale of the Fquipment and or
Software License to CUSTOMER or 10 a transaction whereby RADIO SHACK sells or conveys such Equipment 10 a thira party 1o 1ease 1o
CUSTOMER

B The [imitations of hability and Warranty provisions herein shall inure to the benelt of RADIO SHACK the author owner and ar heensor of the

Software and any manufacturer of the Equipment sold by RADIO. SHACK

STATE LAW RIGHTS
The warrantes granted herein give the original CUSTOMER specilic legal nights. and the original CUSTOMER may have other rights which vary

Irom state 10 state




Thank you very much for purchasing the tape recorder interface.
This interface is an exclusive adapter for connecting any ordinary
tape recorder to the Radio Shack PC-4 pocket computer.

Also refer to the computer operation manual.
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Power switch

(If the power switch is turned
on, the remote will operate.)
Connector for Computer
Guide for fitting Computer
Black plug

White plug

Gray plug

7 For fitting a connector cap
8 Battery lid
9 Computer lock/release control
LOCK: Locks the Computer
in place
FREE: Allows the Computer
to be removed
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' How to Connect to the Computer

(Precautions)

®Prior to connecting, insure that the power switches of the
computer and the cassette interface are off.

® Be careful not to bend the cassette interface connector pins.

(1) Turn the computer’s power switch off,

(2) Turn the computer lock/release control of the cassette
interface to the FREE position.

(3) Align the top of the computer with the "“'» <’ marks.

(4) Line up the connectors of the cassette interface and of the
computer and slide the computer in the direction of the
arrow.

(5) Turn the lock/release control to the LOCK position.
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This adapter uses two AA size manganese dry batteries (Cat.
No. 23-582 or equiv.) for portable operation. When the bat-
teries run out, the portable operation function will not work
properly. In such case, replace the batteries with new ones.

m Installing/Replacing the Batteries

1) Remove the battery lid at the rear of the adapter, by pushing
the knurled area in the direction indicated by the arrow.

2) Remove batteries, and replace them with new batteries.
Observe polarity when putting in new batteries.

CAUTION: Installing the batteries with reverse polarity may
cause them to burst and result in serious damage to
the unit.

3) Replace the lid by pushing it in the opposite direction of the

arrow. You will hear a click when the lid is back in its locked
position.

—J

Note: *When replacing the batteries, replace them all.
* Replace the batteries every two years even if the port-
able operation function still works properly.
*Do not throw used batteries in a fire. They may explode.

._8_



1) Saves a program on a tape (SAVE).

2) Loads a program on a tape into the computer (LOAD).

3) Transfers the contents of the data memories into the tape
(PUT).

4) Transfers data from a tape into the data memories of the
computer (GET).

5) Trensfers all the programs in the computer into the tape at
once (SAVE A).

6) Transfers all the programs on a tape into the computer (LOAD
A),



® The cassette interface can be connected to:
Tape recorders that use cassette or microcassette tapes.

m Requirements for the tape recorder:

Our portable cassette recorder Minisette-9 (Cat. No. 14-812) is
a perfect mate. However, if you are going to use other tape
recorder, take note of following.

1) The input terminal of the tape recorder (the MICROPHONE
terminal or equivalent) must be (1) 10 kohm or greater in
input impedance, and (2) 3 mV or higher in minimum input
level.

2) The output terminal of the tape recorder {the EARPHONE,
MONITOR terminal or equivalent) must be (1) 10 ohms or less
in output impedance, and (2) 2.5 V or greater in output level.

3) The remote control terminal of the tape recorder (or equiva-
lent) must have a specification of 24 Vdc, 1 A or less.

4) Total distortion must be 15% or less.

Most cassette tape recorders currently on the market (radio

cassette recorders, etc.) satisfy these requirements. If your tape

recorder differs slightly, it may still work with the cassetle

interface. Note that mismatching will not damage either the

adapter or the tape recorder.

Note: *Use plug adapters (available at Radio Shack store) if
necessary.

*The requirement for the remote control terminal is
important, Make sure that it is met. If not, the
remote control function of the cassette interface may be
damaged.

_10_



 Precautions in C  Tape Re

For proper operation, check the following:

®The jacks of the tape recorder must be free from rust and
damage.

® The magnetic head must be clean and not excessively worn.

®\\e recommend our 26-301 cassette tape made specially for
computer purpose, but magnetic tapes available on the market
may also be used. The frequency response should be fairly
good.

®The magnetic tape must be free from scratches and creases.
Avoid using the first and last 30 seconds of the tape.

® Connect the computer securely to the cassette interface, and
do not remaove it in the middle of operation. Before removing
the computer, turn off its power switch.

e Use the same tape recorder for recording and playback. Al-
though this is rare, if you do not use the same tape recorder,
you may not be able to transfer data.

®Take good care of recorded tapes. Tapes that are not stored
properly may not reproduce data.

e\When connecting a computer to the cassette interface, turn
off all power switch, and then connect the computer securely.

e|f the connector pins are touched by hand, they may become
bent or dirty and prevent proper connection. Also, static
electricity from the human body may damage the internal
circuitry, so avoid touching the connector pins. When not in
use, cover with the two connector caps.

-1‘[,



 Setting up for Recording and Playback |

® Connections

®Connect the white plug of the cassette interface to the
MICROPHONE jack of the tape recorder. If you are using
a stereo tape recoreder, connect it to the right channel.
®Connect the black plug of the cassette interface to the EAR-
PHONE, MONITOR, or EXTERNAL SPEAKER jack. In case
of a stereo tape recorder, use the same channel as used for
recording.

®Connect the gray plug to the remote control jack of the tape
recorder. .

®Normally, the system (cassette interface and tape recorder)
works properly with all three plugs connected to the cassette
interface. However, some tape recorders may develop noise
when the white and black plugs are connected at the same
time. If so, connect only the white plug when recording {com-
puter to tape), and only the black plug when playing back
(tape to computer).

= Recording level adjustment
e |f your tape recorder has an automatic level control, turn it on.
®|f not, adjust the level control manually as follows:
Record test data, and, while doing so, adjust the level control so
that the VU meter reads zero.

Note: If the level meter deflection is extremely wide, do not
use that particular tape recorder.

® Qutput level adjustment

®Set the volume control higher than you would usually when
listening to music. The position of the volume control should
be between the middle and maximum points. (Usually the
maximum point works best.)

®|n the case of a stereo tape recorder, turn the balance control
to the extreme position of the channel you are using (i.e. the
channel the black plug is connected to).

-12 —



®|f your tape recorder has a microphone-mixing feature, turn the
SOURCE level control to maximum, and the MICROPHONE
level control to minimum.

® Miscellaneous adjustment

e®Set the TONE, BASS, and TREBLE controls to a medium level.
®Set the tape selector in accordance with the type of tape.

| Program SAVE/LOAD

m Saving Programs
To save a program on & tape, operate the computer as follows:

SAVE [“file name™] (ltems within the brackets can be omitted.)

When P is specified as the program area, P@® program will be

saved, and if P3 is specified, P3 program will be saved, and so

forth. File name is a character or numeral string enclosed within

quotation marks (** '); and the string must be eight elements

or less in length.

Example: A", 35", “PRG-1", “PC-4"

This SAVE command saves only the program in a specific pro-

gram area. |f you want to save all the programs (PO through P9)

at once, use the SAVE A command (see P. 18).

Procedure

1) Turn on the power.

2) Advance or rewind the tape to the position you want to start
recording, and note the reading of the tape counter.

3) Start the tape recorder in the RECORD mode.

4) Operate the computer as follows:

SAVE [““file name" | [xg

5) The tape recorder automatically stops when the saving process
is completed. (If your tape recorder does not have remote
control capability, stop the tape recorder manually.)

Note: The SAVE command can be input only manually; it
cannot be included in a program to perform the operation
automatically.

-13-



m | oading Programs

To load a program from a tape into the computer, operate as
follows:

LOAD [“file name”|
(Items within the brackets can be omitted.)

When P1 is specified as the program area, the program will be

loaded into program area “‘P1". As in the SAVE command,

“file name’’ can be omitted; in this case the first program found

on the tape will be loaded. This command can be used only

manually, and cannot be included in programs.

Procedure — Manual operation

1) Turn on the power.

2) Using the tape counter find the tape location two or three
counts ahead of the file you want to load.

3) (Only for systems with remote control capability) Start the
tape recorder in the PLAYBACK mode.

4) Operate the computer as follows:

LOAD [“file name” ]| B

5) (Only for systems without remote control capability) Start
the tape recorder in the PLAYBACK mode.

6) The tape recorder stops automatically when the loading
process is completed. (If your system does not have remote
control capability, stop the tape recorder manually.)

Readout on the display

While loading: | pF: PRG - 1
] n
| [
program file file name

When loaded (in case of “RUN"" mode): | READY Pn

_14_



Note: The loading process can be carried out even when the
program area is not cleared of the old program.
However, the old program will be erased starting with the
first line number of the new program to be loaded.

(Example)
Old program in PO New program loaded After loading
10 INPUT A 100 INPUT X 10 INPUT A
§ § §
90 PRINT B 200 PRINT Y 9@ PRINT B
100 FOR I=1TO 100 : = 100 INPUT X
§ §
300 PRINT C 200 PRINT Y

' Data PUT/GET

m Recording data on a tape is done by the PUT
command.

To "put’’ data, operate as follows:
PUT [“file name"’] variable
(The item within the brackets can be omitted.)

The variable in the command can range from $, A, B, .. .. up to
Z or Z(n). If you want to put (record), for instance, A through
Z, enter "A,Z" for "variable”.

(Example)

To “put” $,A,B,C, D: PUT [““file name”| $, A, D
A through Z; PUT [“file name” | A, Z
A through Z and Z(1) through Z (50):
PUT [“file name”| A, Z(50)
,15_



When you want to “put”, for instance, A through Z, do not enter
“Z, A" instead of “A, Z""; this will cause an error.

(Example) PUT H, A—— Error

® Retrieving data from a tape is done by the GET
command.

To "get’’ data, operate as follows:

GET [“file name"'] variable
(The item within the brackets can be omitted.)

Variable is expressed in the same manner as in the PUT command
— for example, “$, A", "$, A, Z".

® The PUT and GET commands can be programed, or
executed manually,

®Procedure for Manual Operation

< Putting data >

1) Turn on the power.

2) Advance or rewind the tape to the point where you want to
start recording, and note the reading of the tape counter,

3) Start the tape recorder in the RECORD mode,

4) Operate the computer as follows:

PUT [““file name”| variable £

5) When the "putting’’ process is completed, the tape recorder
stops automatically. (If your tape recorder does not have re-
mote control capability, stop the tape recorder manually.)

< Getting data >

1) Turn on the power.
2) Using the tape counter, find the tape location two or three
counts ahead of the file you want to "'get”’,
3) (Only for systems with remote control capability) Start the
tape recorder in the PLAYBACK mode.
4) Operate the computer as follows:
= 16_



GET [“file name’’] variable B9

5) (Only for systems without remote control capability) Start
the tape recorder in the PLAYBACK mode.

6) When all the data are retrieved, the tape recorder stops auto-
matically. (If your system does not have remote control capa-
bility, stop the tape recorder manually.)

Note: If you try to GET more data than you PUT previously,
an error will occur.

®Procedure for Programed Operation

Tape recorders with remote control capability can be operated
automatically by the computer. But those without remote
control capability must be operated carefully in order to adjust
for timing.

The following procedure assumes that the tape recorder is con-
trolled automatically.

(Example) Program to PUT Program to GET
10 GET “D" A, Z
490 PUT “D" A, 2 :
500 END

< Putting data >

1) Turn on the power.

2) Advance or rewind the tape to the point where you want to
start recording, and note the reading of the tape counter,

3) Start the tape recorder in the RECORD mode.

4) Run the program in which you have written a PUT command.

5) When the program advances to the PUT command, the tape
recorder starts recording. When the PUT operation finishes,
the tape recorder stops automatically.

< Getting data >
1) Turn on the power.
2) Using the tape counter, find the tape location two or three
counts ahead of the file you want to “'get”.
3) Start the tape recorder in the PLAYBACK mode,
4) Run the program in which you have written a GET command.
_17_



6) When the program advances to the GET command, the tape
recorder starts playing back. When the GET operation finishes,
the tape recorder stops automatically.

Readout on the display while retrieving data:

VF:D
[ [

Data file  File name

As in the SAVE and LOAD commands for programs, file name
can be omitted in the PUT and GET commands,

~ All programs SAVE 'LOAD ]
The SAVE (or LOAD) command previously discussed saves (or
loads) only one program in a specific program area. IT your pro-
gram consists of two or more program areas, it is convenient to
be able to save or load all the programs at one time.

The format of the commands are:

EIC\)XEDAI\\ fflnlli r:;r:::" (File name can be omitted.)

= Procedure to “SAVE A"

1) Turn on the power.

2) Advance or rewind the tape to the point where you want to
start recording, and note the reading of the tape counter.

3) Start the tape recorder in the RECORD mode.

4) Operate the computer as follows:

SAVE A ““file name"" [

5) When all the programs and data are saved, the tape recorder
stops automatically. (If your tape recorder does not have re-
mote control capability, stop the tape recorder manually.)

,18f



® Procedure to “LOAD A"

1) Turn on the power.

2) Using the tape counter, find the tape location two or three
counts ahead of the file you want to "load all"".

3) (Only for systems with remote control capability) Start the
tape recorder in the PLAYBACK mode.

4) QOperate the computer as follows:

LOAD A “file name’ [

5) (Only for systems without remote control capability) Start
the tape recorder in the PLAYBACK mode.

6) When all the pertinent programs and data are loaded, the tape
recorder stops automatically. (If your tape recorder does not
have remote control capability, stop it manually.)

The SAVE A and LOAD A commands can be used only
manually (interactively), and cannot be included in programs.

Read out on the display while loading all programs:
AF:2Z
[ [

All program file file name
Note: When the LOAD A command is executed, all the pro-

grams in the computer are cleared and the new programs
will be loaded.
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' File Check

The VER (verify) command checks whether the programs and
data have been saved correctly. The format of the command is:

VER “file name’” (File name can be omitted.)

Procedure

1) Turn on the power,

2) Using the tape counter, find the tape location two or three
counts ahead of the file you want to check,

3) (Only for systems with remote control capability) Start the
tape recorder in the PLAYBACK mode.

4) Operate the computer as follows:

VER “file name” B¢

5) (Only for systems without remote control capability) Start
the tape recorder in the PLAYBACK mode.

6) The tape recorder stops automatically when the checking
process is completed. (If your tape recorder does not have
remote control capability, stop it manually.)

Note: |f an error message appears, or the display does not go

further than =" to show the file number, the verifying
process is not working properly. Make sure all the condi-
tions for the loading process are met (output level of the
tape recorder, connection of plugs, etc.), then go through
the checking procedure once again. If this does not im-
prove the situation, go through the saving procedure
again.
This checking process does not verify all the data by
comparing the computer and the tape step by step,
but only checks the parity of the data on the tape to
make sure the data follow the prescribed format. Differ-
ences in programs or data contents between the com-
puter and the tape do not necessarily result in an error.

,20_



~ Specifications

Model: Cassette interface (Cassette recorder adapter for Radio
Shack PC-4.)

Output terminal: White mini-plug, output impedance: approx.
40 kohms, output level: 3 — 50 mV

Input terminal:  Black mini-plug, input impedance: approx. 20
kohms, input level: 2.5 — 50 V

Remote control terminal: Gray mini-plug, 24V, 1 A or less
Data recording format: Kansas City standards (300 BPS)

Power source: (For remote control) Two AA size manganese
dry batteries

Power consumption: 0.3 W

Battery life (for continuous operation):
approx. 10 hours

Ambient temperature range: 0°C — 40°C (32°F — 104°F)

Dimensions: 31.5mmH x 173mmW x 114mmD
(1-1/4"H x 6-7/8""W x 4-1/2"'D)

Weight (including batteries): 244 g (8.6 0z)
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GUIDELINES LAID DOWN BY FCC RULES FOR USE OF THE
UNIT IN THE U.S.A. (not applicable to other areas).

This equipment generates and uses radio frequency energy and if not in-
stalled and used properly, that is, in strict accordance with the manufac-
turer’s instructions, may cause interference to radio and television recep-
tion. It has been type tested and found to comply with the limits for a
Class B computing device in accordance with the specifications in Subpart
of Part 156 of FCC Rules, which are designed to provide reasonable pro-
tection against such interference in a residential installation. However,
there is no guarantee that interference will not occur in a particular instal-
lation. If this equipment does cause interference to radio or television
reception, which can be determined by turning the equipment off and on,
the user is encouraged to try to correct the interference by one or more
of the following measures:
. . rearient the receiving antenna.
. relocate the computer with respect to the receiver
. . move the computer away from the receiver

. plug the computer into a different outlet so that computer and re-

ceiver are on different branch circuits.
If necessay, the user should consult the dealer or an experienced radio/
television technician for additional suggestions. The user may find the fol-
lowing booklet prepared by the Federal Communications Commission
helpful: “How to Identify and Resolve Radio-TV Interference Problems’’.
This booklet is available from the US Government Printing Office, Wash-
ington, D.C., 20402, Stock No. 004-000-003454.
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SERVICE POLICY

Radio Shack’s nationwide network of service facilities provides quick, conve-
nient, and reliable repair services for all of its computer products. in most
instances. Warranty service will be performed in accordance with Radio
Shack's Limited Warranty. Non-warranty service will be provided at reasonable
parts and labor coslts

Because of the sensitivity of computer equipment, and the problems which can
result from improper servicing. the following limitations also apply to the
services offered by Radio Shack

1. It any of the warranty seals on any Radio Shack computer products are
broken. Radio Shack reserves the right to refuse to service the equipment or
to void any remaining warranty on the equipment

2 If any Radio Shack computer equipment has been modified so that it is not
within manufacturer's specifications, including. but not imited to. the in-
stallation of any non-Radio Shack parts, components, or replacement
boards. then Radio Shack reserves the right lo refuse to service the equip-
ment. void any remaining warranty. remove and replace any non-Radio
Shack part found in the equipment, and perform whatever modifications are
necessary to return the equipment to originl factory manufacturer's speci-
fications

3. The cost for the labor and parts required to return the Rado Shack com-
puter equipment to oniginal manufacturer's specifications will be charged to
the customer in addition to the normal repair charge

RADIO SHACK, A DIVISION OF TANDY CORPORATION

U.S.A.: FORT WORTH, TEXAS 76102
CANADA: BARRIE, ONTARIO L4M 4W5

TANDY CORPORATION

AUSTRALIA BELGIUM U K
91 KURRAJONG ROAD PARC INDUSTRIEL DE NANINNE BILSTON ROAD WEDNESBURY
MOUNT DRUITT, N.S.W. 2770 5140 NANINNE WEST MIDLANDS WS10 7JN
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