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TRS-80 MODEL Ill 

MODIFICATION KIT 

FIRST INTERNAL DISK DRIVE 

CATALOG NJJMBER 26-1162· 

CUSTOM MANUFACTURED IN U.S.A. BY RADIO SHACKMA DIVISION OF TANDY CORPORATION 





PARTS LIST 

MaauflGaartr'I ......... 
Daaripdon Quandty PanN_.. '-t,..... 

Cable, Disk Ground 1 8709188 AW2&33 
Cable; Dllk 1/0 1 8709154 AW213& 
Cable, 20 po1, 4J5", FF 1 84&8020 AW2131 
Cablt, 8 POI, 8.5", FFC 1 8469108 AW2832 
Clip, RICHCO. LCIS-4R 2 8669018 AHC0071 
Disk Drive 1 8780112 AXX6019 
Fatu, 10402 ·04 2 8lll8020 AHC0073 
FDCBoard 1 8868029 AXXOl10 
Maumlnt ll'ICktt Utftl 1 8711108 ART3083 
Mountint lrac::ktt (rfthtt 1 8719108 AAT3088 
Power twnea, Diak DC 1 8709183 
Power Supply 1 8790021 AXX6006 
RF Shlaldll'II 1 8729041 ART3086 
Screw, #8 · 32 x 1/2", PH 4 8668039 AHD1648 
Scr.w, #8 IC 3/8", plutite 6 8568047 AHD1612 
Scntw, #8 • 32 x 1/2 .. , PH 4 as«J078 AH02307 
Tab, Ground, PS Conn. 1 .29019 AHC0321 
w.hlr, #8, flat 4 8689017 AHD8&14 
W...,#8,fla 4 IA8011:i AH08&13 

D18A881M8LV 

1. Remove aJI Clbltt from the bottom and rear of me 
Computer and poeitlon the Computer on its rur 
Remove tM ten llCnlWI from 1he GIN bottom. Hold the 
ca• tOQtther a you take out tho IHI few tcNIWI. 

2. Polition the Computtr upright and"'"'°" 111• #8 tcnw 
and wathar from the tap of the bade panel of the C.. 

3. Carefully remove the C... Top, Ifft.Ing straiaht up n 
off to die left (if facin9 the video '°'"">. 0ileonMot 
Ill clblel connecting the vidlo ... mbly to tht com
puter and set 'the C.. Top aside. 
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4. Remove all Clble1 conneetint the CPU load lmain DC 
power hlffllll, CRT wiring...,,_, keyboad and caatte 
cablff, and RS·232 inter~ cable If uNdt. 

6. Remow the five oew, fnllnlnt tht CPU Board ftwo In 
• upper right come,, thrN on bottom). R9r'I\OW tht lffllll 

Board Mount Support Bracket and its two 1CRW1 from 
atop the metll ch81111is bracket. 

e. Maka .. ,. .. , cablu to the CPU loam hi.ff been dlt
connecttd. To remow PC BOll'd, p,.. the tmlll tabl on 
the plastic $plCll!lr moums (RICHCO dips) itlrough the 
mounting holes in the PCB and gently pull the CPU 
Board off. 



PROCEDURE 

1. 11"1111111 the two R ICHCO clips (plntic spacer mountsl and 
the two Fmtex clllll in their Positions on the left-hand 
side of the mml chassis bl"Kket. S. Figure 1. · 

2. lnstal the FDC Board (with J4 upward) onto die plastic 
RICHO dips and flmn the bottom part of the Board 
using two #8 x 3/8" acnws. 

3. Amch the 1pproprlfl11 connec10r of the OIIK DC Power 
Hllmns (M Figure 21 to J3 on the FOC Board. 

4. Nott that two of the connectt>rs on one end of the 
Disk 1/0 cable hm mme pins milling and the con11111C1:0r 
on the other end of the eable his all its pins in plac;e. 
Connect the end with all pins in placl to J4 of the FDC 
Board so that me cable Is coming out away from the 

metal c::h•is brlcket. 

5 •. Connect OM end of the 4.5". 20 position FFC cab&• to 
J:Z on the FDC Dowd. 

e. Make IIUN thlll: all unconnected 411'1dl of the cacl• ant 
plac:ed over the l'TIIUII chnlis bl'IICbt. Replace the CPU 
Board onto tha pllltlc $DIIIC8I' mounts (RICHCO dlPI) 
and fatll'I the bottom part of the Board and upper right 
comer using five '8 x 1 /4" SCfMS. 

FIGURE 1. RICHCO AND IIASTl!X CLIP POSITIONING 

, :U...\:?~o, i 
:0■11111 1 •-&> I 
<I N,C. •· 

PIGURE 2. DISK DC POWER HARNESS 



7. ConnNit OM tnd of tM eftht polftlon FFC cabl11110 

.P1A on the CPU Boln::I. 8tllnd tM Cllble a, ut10 fflllb It 
flat (IN Fi1IUNt 3J N eomrM« odw N '110 JP11. 

8. R1CCW11..« ClblN to 1t1t CPU Bon (main DC powll' 
hlff'INI, CRT wfrlng ti ..... , and aan:1 c:abl'8). Do IICX 

con.,_ th1 keyboard cabin 11 this til'!'lll. UY It bald1 the 
oomputtr - IIO It will not be In the W8V when fflOll.lntlng 

UM DWc ~ Don't folltt to ~ the RS-232 
inw-cor .. ,.. C1IIDII ff uad, or tM IIOC lmer~ 
Cllbl• which~ to J1 on 1he CPU Board. 

9. Attldl 1M lffllll Boerd SI.IPIXH't Bracket to 1M metal 
chalil bl"IICklt with two #8 ,c 1 /4" D'l'IIH. 

FIQURI 3. IIGHT POlfflON CABLE BETWEEN JP1A AND JP11 

10. Now find the ldt Diak Moumlng Bl'ldl:eit (me tall• of the 
two b111C1cm) and lnrtall the RF llhltld ,round the lncka 
• shown In Figure 4. Bend the Ubl .-ound the,_, of th111 
Bl'ICktt to hold the thleld in place, 

11. Attach the Diak Moumlnt Brlckltl to the Cl• Bottom 
(m,bby rlltl petitioned lnWll'dl ulln9four #8 ffltWllhln 
ttwo for IICh bracbt). 

12. Position the Keyboard cable bcrtween me two brackets 
anc1 connect It to tl'lt CPU eon. 
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FIGURE 4. LEFT DISK BRACKET 
WITHSHIILD 

. .C 



13. At'bleh the 1.,... connector of 1he Diak· DC Power Hlfl'lm 
to J2 on th• Diak Drive PC loard, 

14. Find the Diak Ground Clble Ind notice thlt one Ind ha 
two COl'lnecton ck>• together. This la tht Disk Drive Ind. 
Comec:t the end coooector on the Diak Drive end to the 
groundir19 tab cm the diak drift c:t!IUl1. A'fflld'l the o,,_. 
f!Jfld of the ground cable to the main 9f0Und tab to the left 
on 1hefflllltal cham l:m11du1t. 

1 &. A1:tldl the bottom ~ of the Diak 1/0 <:able to 
tha Diak Driw PC Board (JI). The oth,r conl'IIIIIC't.of will 
remain ul'llllttlidM!d. 

18. Position th• Ofstc Drivt in the bottom position betw.-. 
the Mounting 8racktU end ful11n the Drive mint four 
#8 x 1 n. .. scnws and four #8 fiat watt111n. Be anful 
not to tighten the 1Cn1W1 too tight. Refw to Fitfyre 15. 

17. Po:litfon the Disk PO'Mlr Supply (with power CCll'IMCtOnl 
SK-2, Ind 4 positioned upwerd) on the left Disk 
Mounting Brack•. Fnten using four #8 x 1 /Z' scrtffl 1111d 
four #8 waahlrs. Refw to Figura 5. 

NOTE: The ground lug must be INQtled underneath the 
8oan:I when the screw is !nulled In the lower right-hand 
pmitlon (It the ground symbol). 

18. Aueh the two cannadOn of thl Dfstc DC P.., H1meu 
to SK2 end SK3 on die Pow Supply load. 

10. ConMct the mlddle ~ of ttle Olde Gtound Cable 
to the ground tab on the lower right of the Power Supply. 

20. Connect the ul"llttM:htd connector of the AC Pewtr 
H1111n1 to SK1 on the Power Supply bn:I. 

FIGURE 6. DISK DRIVE I ANO DISK POWER SUPPLY 
IN POSITION 



21. U• 11 paiir of 1111'\18 dyka to cut the bottom position INUt 
In the Caw Top III illustrated in Figunt 8. Aft• the inNl't 
Is cut looa, remow it by puflhing on it from outside of 
the cue. Trim off 1he rough adges around the opening. 

22. Check back over ywr work and • that all cables are 
properly mmeaec:J. Reconnect tl'MII video unit and pawer 

up 1he Computer. Qieck 1he unit's operation. After 
unit 111 prowd worfdnt OOl"l'Ndy, tum power ,witch off 
and dhlconnect the AC llne cord. 

23. camully ptac111 1he c.e Top owr me C. Bottom. 
De not hit the CRT 11111Ck. It c:ouid Implode or bNlllk off. 
ln&tllil the #8 IQ'ftf 1111d flit 'Mllllher In tl'MII top cf me 1'9111r 
panel of the C. Top. 

24. Cllmully me the Computer on lu rur p1r1el Ind replace 
the f11111 1 •• shNt 1Mt1111 ccnws twoerd the Nll!lr, th,_ 7 Ir' 
mad'line crews along the front, and two 1" machine 
KAWS in the remaining positions. 

26. Don't fo,pn to put on the 111Uthorlnd Radio Shack_, 
w malnmln fflfl W811111nry. 

CUT THII IN81111T WHIRIII 
INDICATED 

CAIITDP 

f'IGUAI 8. CASE BEZEL (1hown loolci119 Inside Case with CaH Top upade clown) 
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RADIO SHACK 11 A DIVISION OF TANDY CORPORAT10N 

U.S.A.: FORT WORTH, TEXAS 76102 
CANADA: BARRIE, ONTARfO L4M 4W5 

AUSTRALIA 

280-316 VICTORIA ROAD 
RYDALMERE. N.SW 2116 

TAND·v·'COAPOAATION 

BELGIUM 

PARC INOUSTRIEL OE NANINNE 
5140 NANINNE 

U. K. 

BILSTON ROAD WEDNESBURY 
WEST MIDLANDS WS10 7JN 

PRINTED IN U.S.A. 
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